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Smart Home | Intelligent LED Driver | LED Control System

LTECI_I Stock Code: 832110

About LTECH

Zhuhai LTECH Technology Co., LTD (Stock Code: 832110), founded in 2003, has greatly promoted the development of the field ofintelligent
LED lighting control in China, Over 20 years, LTEcH has been at the forefront of LED lighting control technology in China. ltis one of the
leading manufactures of LED lighting control systems in the world.

LTECH always focuses on technological innovation and constantly brings new technologies into the field of intelligent lighting, and we
have already created new intelligent LED control technologies, Having the core competencies in Al+loT+Cloud*Actuator, LTECH developed
three hardware product lines "Smart Home", "intelligent LED Driver" and "LED Controller" , which meet the demands of smart scenes for
lighting enterprises, commercial spaces and residential homes. In 2015, LTECH invested heavily in the establishment of L-Home loT Cloud
Platform, which enables end-to-end implementations by transferring data to the cloud and providing the ability to manage users'devices,
keeping our three product lines closely associated. Besides, L-Home loT Cloud Platform offers flexibility of integration with various third
party control systems and so far it can combine with Amazon and Gooale loiplatforms through cloud connections to provide users with
one-stop AloT ecosystem solutions.

LTECH has provided a large number of competitive, safe and reliable products and solutions for thousands of medium - and large-scale
lighting proiects, covering landmark buildings, theme parks, star hotels, office buildings, shopping malls, smart homes, smart offices and
smart hotels. Meanwhile, LTECH set up offices in each country and region around the world and has established a alobasales and service
network to provide users with intelligent lighting solutions. LTECH will strive to become a leading brand of alobal intelligent lighting
solutions, making significant contributions to the development of intelligent lighting in China and even beyond the world.

Our mission is to focus on technological innovation, improve lighting quality and make healthy and intelligent lighting environments
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Smart Home | Intelligent LED Driver | LED Control System

Important Events
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Successfully Listed on the A-share Market in 2022
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The Relocation Ceremony of Zhuhai Ltech Technology Co., Ltd.

New R&D headquarters base was completed in 2023
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LTECI_I Stock Code: 832110

Honor

Awards

Alighting Award

Alighting Award-Industry’s

Top 10 Classic Selections in

Technology Category from 2013 to 2022

Red Dot Design Award

Red Dot Design Award 2022
(Super+ Series Smart Panels)

iF Design Award

iF Design Award 2022
(New Whole House Smart Products)

Industry Top 11 Brand Awards
Top 10 Smart Home Brands 2023

D

PRODUCT DESIGN WINNER 2023 OF
KAPOK DESIGN AWARDS
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INTERNATIONAL DESIGN EXCELLENCE
ANARDS 2023

F DESIGN AWARD 2022

INTERNATIONAL DESIGN EXCELLENCE
AWARDS 2023

Smart Home | Intelligent LED Driver | LED Control System

Golden Pin Design Award

Golden Pin Design Award 2022
(Super+ Series Smart Panels)

CES Innovation Awards

CES Innovation Awards 2023
(Super+ Series Smart Panels)

IDEA International Design
Excellence Awards

IDEA International Design Excellence Awards 2023
(Super+ Series Smart Panels)

Top 10 Intelligent LED Driver Brands 2023

RED DOT DESIGN AWARD 2022
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IDPA JAPAN DESIGN AWARD 2022 IDPA JAPAN DESIGN AWARD 2025
(SUPER®) 129

OAL Sedes LED Drvers
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'GOLDEN PIN DESIGN AWARD 2023

DALI 55 LED BRWES

IDPA Japan Design Award

(Gold Award)
IDPA Japan Design Award 2022 (Gold Award)

(New Whole House Smart Products)

Good Design Award

Good Design Award 2022
(Super+ Series Smart Panels)

Kapok Design Awards
Super Panel 12S  Product Design Winner 2023
Super+ Series  Product Design Winner 2023

Creativity Series Product Design Winner 2023

Top 10 Smart Control Brands 2023

\CES

INNOVTIONS AWARDS.

1DPA JAPAN DESIGN AWARD.

gyl GOOD DESIGN AWARD 2022
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Smart Home | Intelligent LED Driver | LED Control System

Honor

Membership

Bluetooth Special Interest Group

China Smart Home Industry Alliance (CSHIA)
DALI Alliance China Focus Group (DAL-CFG)

Recognition from Society

National High-tech Enterprise
National High-tech Enterprise

Guangdong Province Famous Brand Product
The 23th China Patent Excellence Award
High Value Trademark Brand

NEEQ-listed Enterprise on the Innovation Tier

Certification

China EU

ErP

us U.K.
Fe ch
Germany Australia
& &
China USA
SRRC “@“‘

Bluetooth 5.0 SIG Mesh Certified
Shanghai Pudong Intelligent Lighting Association

USA / Canada

LTECI_| Stock Code: 832110

“tie Regular Member of DALI Alliance

China Illuminating Engineering Society

China Association of Lighting Industry

Guangdong Specialized, Refined, and Innovative Small and Medium-sized Enterprise
Guangdong Private Technology Enterprise

AAAA Grade Enterprise with Good Standardization Practices

2020 Guangdong Province Intellectual Property Demonstration Enterprise

Zhuhai Intellectual Property Advantage Enterprise

EU EU

& Ce

Communication Protocol

€ Bluetooth

Communication Protocol
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India Russia
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South Korea CB Member Countries
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LTECI-I Stock Code: 832110

Widely used in more than 30000 lighting projects
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Beijing Winter Olympic Village

Smart Home | Intelligent LED Driver | LED Control System

LTECI-I Stock Code: 832110

Smart Home

ntelligent LED Driver LED Control System

LTECH Supports the Intelligent Lighting.of
the Beijing 2022 Winter Olympics

DMX512/RDM Decoders

Flag-raising Platform at Beijing Winter Olympic Games

50000+ 300 tomes oereme . 390M?2

DALI LED Drivers Located in the Core Area A Smart Penthouse

Over 50,000 DALL LED Drivers Were Used in Chongging Residential Buildings
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Smart Home | Intelligent LED Driver | LED Control System

Hotel Lighting
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Macau Morpheus

Shanghai Bund W Hotel

Desert Diamond Hotel in Ningxia
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The St. Regis Zhuhai

MGM Shanghai West Bund
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Anaya Anlan Hotel

Renaissance

Changzhou

FOUR SEASONS
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Smart Home | Intelligent LED Driver | LED Control System

JW Marriott Marquis Hotel Shanghai Pudong

Angsana Zhuhai Phoenix Bay Sheraton Shanghai Fengxian Park Hyatt Suzhou

Wyndham Qingdao J Hotel Shanghai Tower Studio City Macau

TianHan Jingyi Park View Hotel and Resorts

Sanya Edition Hotel Macau MGM Hotel Conrad Tianjin
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Museum & Art Gallery Lighting

The Palace Museum

Shanghai Lu Xun Memorial Hall

2023 Hangzhou Asian Games
Chess Hall

Nine Trees Future Art Center

2023 Hangzhou Asian Games
E-sports Stadium

Smart Home | Intelligent LED Driver | LED Control System

2023 Hangzhou Asian Games
Swimming Stadium

Smart Home | Intelligent LED Driver | LED Control System LI ECI_I Stock Code: 832110

Suzhou Museum West Ningbo Cultural Plaza

LESEDE ==
IWORLD EXPO MUSEUM

Shanghai Word Expo Museum
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LTECH ...

Entertainment & Variety
Show Lighting

Smart Home | Intellig

nt LED Driver | LED Control Sys
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Universal Beijing Resort

Disney Shanghai

1t LED Driver LED Control System LI ECI_I Stock Code: 832110

Smart Home |

Zhuhai Chime Long China Central Television (CCTV)

International Ocean Resort Park

OPPO Wonderful Show
Zhejiang TV Annual Festival

China Golden Eagle TV Art Festival Hunan TV New Year's Eve Concert

JSTV Spring Festival Evening Zhejiang TV New Year's Eve Concert Girls Fighting

“Sing China” The Final Peak Battle Night

CCTV Spring Festival Gala Evening of Guilin Readers
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King Cross Moulin Rouge

Other Lighting

(Office/City/Residential Home/Shopping Mall)

Smart Home | Intelligent LED Driver | LED Control System

Sammi Cheng's Concert in Macao

il

il

Vanke Huadiwan Life Center in Guangzhou

Smart Home | Intelligent LED Driver | LED Control System

Beijing Daxing International Airport

Hong Kong-Zhuhai-Macao Bridge

LTECI-I Stock Code: 832110
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HUAWEI's Largest Global Flagship Store in Shanghai

Huawei Intelligent Life Hall in Shanghai Huawei Qingdao Flagship Store Huawei Tianjin Flagship Store

Huawei Flagship Store in Taikoo Li Qiantan, Shanghai

Huawei Flagship Store in Wangfujing, Beijing

LTECI_I Stock Code: 832110

Smart Home | Intelligent LED Driver | LED Control System

Haier Global Creative Research Center in Qingdao

Taikang Head quarters Building YOUNG - SPACE Hot Spring Hall Victoria's Secret Hong Kong Flagship Store

in Beijing in Lujiazui, Shanghai

China International Import Expo in Shanghai
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Dubai Series Super Smart Knob

Inspired by the central control knob of Bentley cars

Luxury embodied among smart knobs

+ Whole-house smart control with - Light intelligently toggles on and off at will

unlimited device connections Ambient light turns on and off based on your actions

Fresh air/floor heating/central air conditioning The screen features built-in light and distance sensing
curtain motor/Bluetooth speaker/dry contact

- Contain 360 small pieces of rhombohedral faces

Designed with diamond-cut faces

- Smart control of diverse lighting scenes
DIM/CT/RGB/RGBW/RGBCW

- Stepless adjustment

Enable ultimate touch experience and
precise smart control

- Multiple interaction methods

Touch screen interaction, knob intelligent
control and button adjustment

- Flexible installation options

Available for both wall-mounted
and desktop installation

+ Rotational damping

Come with a damping feel in hands
or damping sound effect while rotating

@ Crystal @ Silver




Modena Series Super Smart Panel

Modena is home of Italian supercars

Experience supercar-like responsive speed at your fingertips

- Supercar-inspired
model’s aesthetic design

Set up a wallpaper

featuring stunning supercar elements
The font and press

light color can be changed

- Choose a smart solution
as you wish

Control a smart device or scene

with just one click

Switch between three customized smart control
solutions by simply changing pages.

- Eight major colors to
choose from

Exceptional accessories seamlessly blend
with your home's color scheme

More diverse panel

combinations available

- Human-friendly applications are

achieved with just a single tap

Enable scene delay with a single click
Lock screen with one tap for convenient cleaning

- Light and distance sensing

Screen intelligently turns on and off
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IDPA JAPAN DESIGN AWARD 2023 INTERNATIONAL DESIGN EXCELLENCE
(12S) AWARDS 2023(12S)

Super Panel 12S

A ultra smart display defines your future life

12:30 . .

. —_— i
Dating time o Leave home Lamp Fan

Wednesday, June 7 JEKit 1F Livingroom Off | 1F Living, 1F Kitchen

e Life &l c =
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il trip full
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Wide viewing angle
12.3 inch FHD display
See multiple functionalities all on one screen and get quick control

Powerful central control panel
Support Ethernet, Bluetooth 5.0 and Wi-Fi6 (2.4GHz+5GHz)
Link with more devices to create exclusive scenes

High configuration
4GB RAM+16GB ROM
NPU for powerful Al calculations

Always be there
Detect light/human distance/temperature & humidity anytime
Get direct control over your IR devices
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SUPER-i- SERIES PANELS

Whole House Interconnection Center

Live A Simpler, Smarter Life

@ White
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An all-around smart panel

Ensure the full connectivity for the entire home

Super Panel 4S
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Smart HomeKit Gateway

Seamlessly connect to the Apple home ecosystem
through this smart gateway

Wor ith
Apple HomeKit

Expand your ecosystem to unlock
limitless possibilities of smart linkage

Compatible with multiple brandsof
smart devices

Enable interconnection with a variety of
HomeKit-compatible brand devices

Apple HomeKit gateway perfectly controls
LTECH smart devices

Create a wide range of scenes with
whole-house interconnection

Add a home appliance to easily link up
with infrared devices

swcna | g posune

|

24GHz Millimeter Wave
Motion Sensor

Empower precise detection with our self-developed algorithms
ON-OFF/DALI/0-10V/Phase Cut/Bluetooth 5.0/ZigBee

Motion detection
technology

Detect the arrivals and departures
of humans, animals,or cars

Ultra-powerful
detection capabilities

Ultra-powerful detection capabilities
Comprehensive 360° angle detection
4 meter detection radius

Sensing light intensity and color
temperature

Detecting human breathing and
minute motions

Smart application design

Group collaboration through multiple
sensor linkage for enhanced intelligence
Seamless linkage with smart devices,
enabling the triggering of multiple
scenarios

Four sensitivity levels: 100%, 75%, 50%,




Create a cohesive Ensure stability in a large house
Even without the Internet, several hundred devices
look for your walls can still work with LAN (Local Area Network)

86 type junction box | 400+ panel combinations | Unified mounting frame Easy Connect|0n

Multiple protocols compatible
Dual Wi-Fi frequency

OTA upgrade 5- 0 |

Wi D) @ Bluetooth OTA == GBBIueumth'I =

2.4G/5G Bluetooth 5.0 SIG Mesh Upgrade

(=5) iR ©

Type-C port Infrared home appliances Ethernet

Bluetooth 5.0 SIG Mesh System

Support up to 300 nodes

Each node extends signals to every other node

2times 4times 8times

Transmission speed Communication range Data capacity

*Compared to its predecessor Bluetooth 4.2

Two Types of Bluetooth Mesh Network Protocols New technology for

storing distributed scenes
" standard Nonstandard - Local scenes

- - No gats ded OLE Mes °
SIG Mesh Network Private Mesh Network 5 Ng 2:,%?{ :;eu:ed E LY (.
| Made by Bluetooth Alliance Made by private corporations Edge computing for devices D ° pe [ ]
5 : 4 . - ing locally at high speed
| Verified by international No certification for its stability funning lacalyat gh spee L] ® =

technical experts Buetooth devices )

Faster, more stable & ] (o}

Double panel mounting frame  Triple panel mounting frame Quad panel mounting frame *All LTECH Bluetooth products are SIG Mesh-certified Gty e Somy




A i r of super depth dimming technology, pt ® o
LTECH continues o make a new breakthrough Adaptive Lighting
T-PWM dimming technology that Applications (no settings required)

. . . Full Circadian Lighting
o
aCh Ieves d I m m I n g down to 0 = 0 O 01 /o LTECH L-Home Platform can get the weather forecast and mimic the intensity and color temperature

of natural light throughout the day to support human circadian rhythm.

Super depth dimming level: 0.0001% P—

ZhuHai: 2022/6/18 5:41am-19:10pm N22°16'25.37" E113°34'18.00"

14:00 16:00 17:00 18:00

IS
I

Super Applications Current Time ® peete
Customized Circadian Lighting

07:30 >

Customize circadian lighting curves that meet the
demands of lighting in residential homes, hotels,
offices, supermarkets, schools and hospitals.

| BEINE LRINg
0.0001% 0.001% 0.01%
Types of dimming depth
Circadian lighting settings

Current of maximum brightness 300mA

Lam )
d Current of minimum brightness <0.0003mA >0.0001%




NFC Bluetooth RGBCW Driver

Expansive color gamut-Wide-ranging
color temperature-Adjustable spectrum

025 030 035 040 045 050 055 040 065 X

Automatically generate an optimal spectrum algorithm

Ensure accurate matching of spectrum/ color point/ saturation with light source parameters

Finely tune the spectrum across multiple dimensions
General/Grayscale/CCT/HSL/xyY

Complete the commissioning without requiring a gateway

Independent control:Group control:Scene demonstration

One fits various light sources
DIM/CT/RGB/RGBW/RGBCW

HRcECWST

Super Smart Module
Super RS-485 Module

Seamlessly integrate into third-party systems worldwide
Including ABB/KNX/Philips/Schneider...

N

Connect to LTECH smart home system
Local scenes and automated linkage supported

Y N

Interconnect hundreds of customized devices with peace of mind
Support customized input of multiple commands

A \
OTA online upgrade
Ensure firmware is always up-to-date, anytime




NFC+)) Programmable DALI LED Drivers

Global Innovation: Fast programming for DALl commands by NFC

® Flicker-free
T-PWM 0.01% |EEE 1789 TmAste
Super Depth Dimming Minimum brightness Flicker-free Soft & Comfortable ~ Output current
Technology

QO A 4 = ®

DALI address scene Light group Fade time Power-on dimming CT range DT6/DT8

Set out put current by NFC No need to power drivers
NFCe)) or software programming rl;h when programming
)

ECC:))E Wide compatibility @ 5-year warranty

Protection against risks . Super Depth Dimming Technology
@ T-PWM

DALI Driver (CC) Dimming Interface  Control Mode  Input Voltage ut Curren Power
SE-12-100-500-W1D NFc+) DALI-2 DT6 DIM 100-240Vac 9-42v 100-500mA 09-12W
SE-12-100-500-W2D NFCw) DALI-2 DT6/DT8 DIM&CT 100-240Vac 9-42V 100-500mA 09-12W
SE-20-100-700-W1D NFcs) DALI-2 DTé DIM 100-240Vac 9-42V 100-700mA 0.9-20W
SE-20-100-700-W2D NFce) DALI-2 DT6/DT8 DIM&CT 100-240Vac 9-42V 100-700mA 09-20W
SE-30-200-800-W1D NFc-) DALI-2 DTé DIM 100-240Vac 9-42v 200-800mA 1.8-30W
SE-30-200-800-W2D NFc+) DALI-2 DT6/DT8 DIM&CT 100-240Vac 9-42V 200-800mA 1.8-30W
SE-40-300-1050-W1D NFc+) DALI-2 DTé DIM 100-240Vac 9-42V 300-1050mA 2.7-40W
SE-40-300-1050-W2D NFc) DALI-2 DT6/DT8 DIM&CT 100-240Vac 9-42V 300-1050mA 2.7-40W
LF-80-600-2100-G1D2 NFc=) DALI-2 DTé DIM 220-240Vac 9-42v 600-2100mA Max.80W
LF-80-600-2100-G2D2 NFc+) DALI-2 DT6/DT8 DIM&CT 220-240Vac 9-42V 600-2100mA Max.80W

*For more parameters of NFC series LED drivers, please see the corresponding product pages
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LED Group & Scene Scene Editing Change Brightness & CT
DALI Driver (CV) Dimming Interface  Control Mode  Input Voltage ut Voltage ~ Output Curren Power
LM-150-12-G1D2F NFcw) DALI-2 DT6 DIM 220-240Vac 12v 0-12.5A 0-150W
LM-150-24-G1D2F NFc) DALI-2 DT6 DIM 220-240Vac 24v 0-6.25A 0-150W
LM-150-12-G2D2F NFc#) DALI-2 DT8 cT 220-240Vac 12v 0-12.5A 0-150W
LM-150-24-G2D2F NFcw) DALI-2 DT8 CcT 220-240Vac 24v 0-6.25A 0-150W
LM-240-24-G1D2 NFce) DALI-2 DT6 DIM 220-240Vac 24V 0-10A 0-240W
LM-240-24-G2D2 NFc) DALI-2 DT6/DT8 DIM&CT 220-240Vac 24V 0-10A 0-240W

*For more parameters of NFC series LED drivers, please see the corresponding product pages

37



LED gy

o [ o

D e =™ G

| e®(€='-§BB@‘
n“‘"&“""ngﬁ“[!
o

~ 240W Series NFCe)
= Intelligent LED Drivers

NFC+))
T-PWM" SuperDepth Dimming
Higher performance, lower consumption

Pr=T e —

—ﬂlm :

il g/ 1l I

4

115

CBFE ® => 0 QB K @kM % @erEme o 4
er-free | IEEE 1789 | High frequency exemption level 6:6'1';;::'55
Program batch LED drivers by NFC
@ without the need of powering them on
Model Dimming Interface Control Mode  Input Voltage  Output Voltage  Output Current Power
Significantly reduce lighting project costs and increase the commissioning efficiency LM-240-24-GIM2. NFC) DMX/RDM DIM 220-240Vac 24V 0-10A 0-240W
LM-240-24-G2M2 NFcw) DMX/RDM DIM&CT 220-240Vac 2av 0-10A 0-240W
LM-240-24-G1A2 vrce)  0-10V(1-10V,10V PWMRX) DIM 220-240Vac 24v 0-10A 0-240W
PWM frequency is selectable to fit for more applications LM-240-24-G2A2 NFc+) 0-10V(1-10V,10V PWM,RX) DIM&CT 220-240Vac 24v 0-10A 0-240W
. LM-240-24-G1D2 Nrc-) DALI2 DT6 DIM 220-240Vac 24V 0-10A 0-240W
D e loRas: i fiRqUBtEy i OEM OFar dik PAHTTragienay Bih BE et LM-240-24-G2D2 NFc-) DALI-2 DT6/DT8 DIM&CT 220-240Vac 24v 0-10A 0-240W
Maximum PWM frequency can be set at 21600Hz
LM-240-24-G1B Nrc) Bluetooth 5.0 SIG Mesh DIM 220-240Vac 2av 0-10A 0-240W
LM-240-24-G2B NFc) Bluetooth 5.0 SIG Mesh DIM&CT 220-240Vac 24v 0-10A 0-240W
LM-240-24-G5B Bluetooth 5.0 SIG Mesh RGBCW 220-240Vac 24v 0-10A 0-240W

Constant power design offers more stability

Color temperature remains the same while brightness is changed.

Non-dimmable Driver (CV) Dimming Interface Output Voltage Output Current Harmonic

Power

SN-240-24-GINF NFC) Soft Start 24V 0-10A <10% 0-240W

And brightness remains the same while color temperature is changed
*For more details of LM series loT drivers, please see the corresponding product pages.

10,0000-hour life time

Use Rubycon capacitor and provide a 5-year warranty

38
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6W Ultra Lightweight Intelligent LED Drivers

Much Smaller than Common !
LED Drivers

Small in Size, Mighty in Performance @ 25mm

Ceiling cut-out hole size is 25mm

Robust components

100000h : ——

5-year warranty Multiple protection Long lifetime PC housing Capacitor
against risks

Phase Cut Driver (CC) Dimming Interface Control Mode Input Voltage tput Current Power

SE-6-100-G1T Triac/ ELV DIM 220-240Vac 100mA 09-42W

SE-6-150-G1T Triac/ ELV DIM 220-240Vac 150mA 1.35-6.3W Push the boundaries of driver size
SE-6-200-G1T Triac/ ELV DIM 220-240Vac 200mA 1.8-6.3W

SE-6-250-G1T Triac/ ELV DIM 220-240Vac 250mA 2.25-6.25 Smaller and lighter
SE-6-300-G1T Triac/ ELV DIM 220-240Vac 300mA 27-6.3W

SE-6-350-G1T Triac/ ELV DIM 220-240Vac 350mA 315-6.3W

SE-6-400-G1T Triac/ ELV DIM 220-240Vac 400mA 3.6-62W

SE-6-450-G1T Triac/ ELV DIM 220-240Vac 450mA 4.05-6.3W

SE-6-500-G1T Triac/ ELV DIM 220-240Vac 500mA 1-6.25W

SE-6-550-G1T Triac/ ELV DIM 220-240Vac 2-115V 550mA 11-6.3W

SE-6-600-G1T Triac/ ELV DIM 220-240Vac 2-10.5V 600mA 12-6.3W

SE-6-650-G1T Triac/ ELV DIM 220-240Vac 2-95V 650mA 1.3-6175W

SE-6-700-G1T Triac/ ELV DIM 220-240Vac 2-9v 700mA 14-6.3W

SE-6-350-700-G1T Triac/ ELV DIM 220-240Vac 2-18V 350-700mA 0-6.3W

*For more details of 6W phase cut drivers, please see the corresponding product pages

Home Restaurant Hotel Gallery
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NFC+)) Programmable
0-10V LED Drivers

LTECH HUAWEI Moorgen ORVIBO Agara YEELIGHT KONKE

Brand database keeps updating ...

Intelligently match different
brands of systems

Get tailored parameters that makes 0-10V dimming
perform accurately as DALI digital dimming

LTECH HUAWEI Moorgen ORVIBO Agqara
YEELIGHT KONKE Intre LifeSmart HDL GVS

Sotings  wrte

SE-12-100-500-W2A
Output Current l

- 300m ¢ |

—Perfectly match systems from various brands —
V Parameter template matching v Control mode matching

Intre LifeSmart HDL GVS

NFC Programming

Choose any fading
time for a soft start between
0 and 99.9s

Customize f
fit your ne

ing time to

=

Different dimming
curve options

to satisfy more diverse
dimming demands

Current with TmA pre

Ultra-precise output
current setting

an be set up with just
igh NFC
eed of
ning

without t
power or op!

onnecting to
ver covers

300Hz-22000Hz

PWM frequency setting
for Cv model

Adjustable between
300 and 22000Hz

One driver serves

two purposes

@ P & @ K [ HI &%

It can be used as a dimmable driver with

one
And both light

two lights conr
an b trolled sim

or individually

taneously

0-10V/1-10V

ntelligently recognize

Ultra-low power port

Power consumption of

0-10V port <0.05mA

Mode Dimming Interface Control Mode Input Voltage itput Voltage Output Current Power
SE-12-100-500-W1A NFc+) 0-10V(1-10V,10V PWM,RX) DIM 100-240Vac 9-42V 100-500mA 0.9-12W
SE-12-100-500-W2A NFc-) 0-10V(1-10V,10V PWM,RX) DIM&CT 100-240Vac 9-42v 100-500mA 0.9-12W
SE-20-100-700-W1A NFcs) 0-10V(1-10V,10V PWM,RX) biM 100-240Vac 9-42V 100-700mA 0.9-20W
SE-20-100-700-W2A NFc+) 0-10V(1-10V,10V PWM,RX) DIM&CT 100-240Vac 9-42V 100-700mA 0.9-20W
SE-30-200-800-W1A NFC) 0-10V(1-10V,10V PWM,RX) DIM 100-240Vac 9-42V 200-800mA 1.8-30W
SE-30-200-800-W2A NFc) 0-10V(1-10V,10V PWM,RX) DIM&CT 100-240Vac 9-42V 200-800mA 1.8-30W
| SE-40-300-1050-W1A NFc=) 0-10V(1-10V,10V PWM,RX) DM 100-240Vac 9-42V 300-1050mA 2.7-40W
SE-40-300-1050-W2A NFc2) 0-10V(1-10V,10V PWM,RX) DIM&CT 100-240Vac 9-42V 300-1050mA 2.7-40W
LF-80-600-2100-G1A2 NFc=) 0-10V(1-10V,10V PWM,RX) DM 220-240Vac 9-42V 600-2100mA Max.80W
LF-80-600-2100-G2A2 NFc+) 0-10V(1-10V,10V PWM,RX) DIM&CT 220-240Vac 9-42V 600-2100mA Max.80W
LM-150-12-G1A2F NFc?) 0-10V(1-10V,10V PWM,RX) DIM 220-240Vac 12v 0-12.5A 0-150W
LM-150-24-G1A2F NFc+) 0-10V(1-10V,10V PWM,RX) DIM 220-240Vac 24v 0-6.25A 0-150W
LM-150-24-G2A2F NFC9) 0-10V(1-10V,10V PWM,RX) cT 220-240Vac 24V 0-6.25A 0-150W
LM-240-24-G1A2 NFc=) 0-10V(1-10V,10V PWM,RX) DIM 220-240Vac 24V 0-10A 0-240W
LM-240-24-G2A2 NFc+) 0-10V(1-10V,10V PWM,RX) DIM&CT 220-240Vac 24v 0-10A 0-240W
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NFCe)) LED Drivers
with Soft Start Functionality

Exceptional, high-end soft start effect for LEDs

Worldwide Cer ati

(€ CB @ ErP & &K [€ Il €5 RoHs

44

No-load power, N
Consumgtion <05\

Effciency 294"

= Super small, super = Green, low-carbon and = Compatible with large = Choose any fading time = Set up any output current = Digital, intelligent control
intelligent intelligent drivers capacitive loads for a soft start from 0 to 99s tput current by of brightness
Super small, super intelligent Complying with the ErP's Directive Enabling high adjustment rate for dynamic loads Aieters dnd Gustorize ering on the Enjoy mo

LTECH whole series n Super SOft, smoothand n Serve multi-scenario Non-dimmable Driver (CC) Control Mode Input Voltage Output Voltage Output Current Power
driversreach eye-friendly applications SN-15-100-450-G1INF NFCs) Soft Start 220-240Vac 9-42v 100-450mA 09-15W
100% power output Complying with the ErP's Directive afeguard SN-45-300-1050-GINF NFc-) Soft Start 220-240Vac 9-42v 300-1050mA 2.7-45W
Non-dimmable Driver (CV) Control Mode Input Voltage Output Current Harmonic Power

SN-30-24-GINF  NFCw) Soft Start 24v 0-1.25A <10% 0-30W

(available in CV cf SN-60-24-GINF  NFCw) Soft Start 24V 0-2.5A <10% 0-60W

SN-100-24-G1INF NFc+) Soft Start 24V 0-4.17A <10% 0-100W

SN-150-24-GINF NFce) Soft Start 24V 0-6.25A <10% 0-150W

SN-240-24-GINF NFc+) Soft Start 24V 0-10A <10% 0-240W

Light box & Lighe strip
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Outdoor DMX Decoder
Exceptional outdoor adaptability

a ( Constant Voltage DMX/RDM Decoder ) .

~WP-
\\\804 For loy Voltage | Ep Strip
S s

Ip67 waterproof rating High-efficiency, richer lighting results
Suitable for outdoor and Ultra strong load capacity for n i
damp environments enhanced lighting results WP 803H

For high voltage LED strips

// Input Signal: DMX512, RDM + Working Temperature: -20°C~50°C
& / Input Voltage: 100-240V + Dimensions: L164xW70xH36mm
? Output Voltage: 100-240V - Package Size: L230xW95xH47mm
Output Current: 3CH x 1.2A Max.3.6A - G.WI(g): 6709
Power: 3CH x (83-288)W Max.864W + Protection: Short circuit, over temperature, over
Dimming Range: 0-100% current protection, auto recovery
DMX512/RDM bi-directional 3 CH high voltage and 4 CH
communication low voltage decoder
Remote operation eliminates WP-803H suits low voltage LED strips L] WP'804
the need for climbing WP-804 suits high voltage LED strips

For low voltage LED strips

Input Signal: DMX512, RDM + Working Temperature: -20°C~50°C

Input Voltage: 12-24V * Dimensions: L164xW70xH36mm

Output Voltage: 12-24V * Package Size: L230xW95xH47mm

Output Current: 4CH x 5A Max.20A * G.WI(g): 670g

Power: 4CH x (0-60.120)W Max.480W +  Protection:Short circuit, over temperature, over
4 Dimming Range: 0-100% current protection, auto recovery
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MINI Series Wireless Multizone
LED Controller Sets

Program whatever lighting
effects you want

Less in Size,More in Function —

Sync dynamic lighting between
multiple drivers

= Small size,mighty performance = RF remote controller (] =
. 1 2 3
New 5 channel RGBCW remote controller is added. One RF penetration through walls
remote controller simultaneously controls multiple drivers bring more convenience

to serve diversified needs of users
1

2 3
Remote holder
= Extremely, low powerconsumption = Simplified operations
Mode Picture Control Mode Working voltage Battery Wireless protocol Working Temp Zone Dimensions(mm)
New circuit design features ultra low power consumption. Well-designed buttons allows easier operation. With MIC,MID 2 oM 3Vde Button battery Cr2032 RF 2.4GHz -30°C~+55°C 4 104*60%9
Button battery (CR2032) powered design makes thinner, more right size, remote controllers are comfortable to hold in
. M2AM2B S cT 3Vde Button battery Cr2032 RF 2.4GHz =307C=+550C 1 104%60*9
lightweight remote controllers one hand
M2C,M2D 4 cT 3Vdc Button battery Cr2032 RF 2.4GHz =508C+55¢C 4 104%60*9
M4AMAB 5 RGBW 3Vdc Button battery Cr2032  RF 24GHz -30°C~+55°C 1 104609
M4C,M4D 6 RGBW 3Vdc Button battery Cr2032 RF 2.4GHz S508Cab5E 4 104*60*9
n User'frlendly mountlng holders . 16384 gray Scale M5A M5B 7 RGBCW 3Vdc Button battery Cr2032 RF 2.4GHz =50°C~455(C 1 104°60*9
M5C,M5D 8 RGBCW 3Vdc Button battery Cr2032 RF 2.4GHz =50°C~155%C 4 1047609
Mounting holders are included. High gray scale offer better performance,
Let you stop being unnecessary rushed in your life and enable softer, smoother dimming 3 2 HIElEE allile Elitton batteryCra052 Baici e ! jegon
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Super LED
(DALL ma:

Control a large number
of different lights individually

Ultra small, ultra lightweight and goodvalue for its price

= Powerful control ability

Program DALI groups, DALLI scenes. Each module
allows 64 addresses, as well as up to 19200 lights for

individual control

= Connection with all types of lights

Support DALI-2 DTé, Dt8 Tc, DT8 XY and RGBWAF;
Control 1-5 channel DIM, CT, RGB, RGBW, RGBCW lights

= Wide applications

Combine Bluetooth products to create local/automated
scenes; Control local scenes without the Internet or a

gateway; Bind with smart switches

Batch setup

It is easy to set up DALI

driver parameters in batch

Local scenes supported

Still run without a gateway

or the Internet

LTECH

WIRELESS MODULE
€G-D-PRO

DAl DA2 DAl DA2
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LC Series
Non-dimmable LED Driver

(€ CB © & @ & ¥ RoHs

(5/) High performance

high efficiency, low THD

Slim LED drivers

Work with a wide variety of luminaires

<C:J) Equipped with a protective housing for wire protection
Used externally or internally within LED lights

Multiple protection
Over-voltage/overload/short circuit/overheat protection

52

e The clamshell design and screwless type for strain-relief

Tensile strength of wires complies with the 0.35-1.5mm?wire diameter 60N tensile test,
and complies with the tensile test standard GB7000.1-2015/IEC 60598-1:2014.

P

1.Pry up the protective housing in the side plate position with a tool
2.Pry up the side edge of the tension plate with a tool to remove it

3.Use a screwdriver to connect electrical wires as wiring diagram shows
4.Press down the tension plate to fix the electrical wires

5.Close the protective housing

e Applications (including but not limited to the following)

Linear lights Advertising light boxes Indoor LED strips

53



PRI YRRy

LED Drivers

Non-dimmable Dimmable Tunable White

0-10V | DAL1-2 | Bluetooth 5.0 SIG Mesh | Zigbee

= High luminaire compatibility ®  Various lighting scenes
Perfectly work with all types Extensive applications meet the lighting
of magnetic track lights requirements of different spaces

89

Bare board design Ultra lightweight (8g) Polarity reversal protection
Suitable for STUCCHI housings Well suited for integration in luminaires Facilitate the installation >
i ; and save time
-9519-166-k Minimum size
-B 9519-166-K/W (L*W*H):65*13.5*13(mm) (Input voltage: 24/48Vdc)
Residential Lighting Exhibition Lighting Commercial Lighting
= Smooth & Continuous Transition = Wide selections
Adjust brightness and color Various types of drivers available to meet
temperature at will different application demands

0/1-10vV.

DALI-2

Flicker-free dimming No noise Non-dimmable LED driver
Meet the Run quietly Less than 2V dropout voltage Bluetooth 5.0 SIG Mesh
|EEE 1789 standard No high-frequency sound One type fits most
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LI ECI_I Stock Code: 832110 Smart Home | Intelligent LED Driver | LED Control System

< . .
DECODER *

22 DMX5I2

RDM management allows you remotely program the devices,
such as browsing and setting parameters, modifying DMX address,

identifying devices and upgrading firmware.

N
¢ us L&
Certified

Change DMX address remotely Photoelectric isolation OLED Display
il with APP = m [g technology

ROM: ranagement, allows you 19 wiei-ovor || () Prevent the machine from damage.

remotely program the devices, such . 3 i

as browsing and setting parameters, £ <%, Improve the installation safety

modifying DMX address, identifying
devices and upgrading firmware. It is
extremely convenient when installing

and setting

OLED display Short circuit/Over current/Over-heat
2 Show parameters clearly protection

and make it easy to select

8 bit/16 bit Dimming curve: 0.1~9.9
3 (256/65536 levels) 7 Provide multiple dimming "%0%AN\:

curve options
Output
brightness

4 DMX interfaces
4 Multiple DMX interfaces are easy-to-use. 0

It is absolutely convenient for selecting
materials and running wires.

3-pin XLR  5-pin XLR RJ45 Green terminals

CERoHS.

5CH 5CH 12CH 16CH 24CH 32CH
LT-905-OLED LT-995-OLED LT-912-OLED LT-916-OLED LT-924-OLED LT-932-OLED

Smart Home | Intelligent LED Driver | LED Control System LI Ecl-l Stock Code: 832110

Digital Display]

Digital display

1 With digital display, set DMX
address easily and quickly by
tapping the buttons

8 bit/16 bit 4 DMX interfaces

2 (256/65536 levels) 4 Multiple DMX interfaces are easy-to-use.
It is absolutely convenient for selecting
materials and running wires.

Short circuit / Overload protection _

3 3-pin XLR  5-pin XLR  RJ45 Green terminals

4CH
LT-904 DIP
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l I I—l l-l Stock Code: 832110 Smart Home | Intelligent LED Driver | LED Control System Smart Home | Intelligent LED Driver | LED Control System LI ECI-| Stock Code: 832110

SUPER + Smart Switches SUPER + Smart Switches
Super Panel 6S Activated Series
- - 1 2 3 4 5 6 Grey Gold White
Grey Gold White
Model Pi Channel Input Voltage Wireless Type Power Dimensions(mm) G.Wl(g)
Model Input Voltage Wireless Type Wired Network Display
S1 1 1CH 100-240Vac, 50/60Hz Bluetooth 5.0 Mesh 400W/CH 8678640 160
SP-GW-6S 100-240Vac Wi-Fi24G+5G,Bluetooth 5.0 Mesh Ethernet 6-inch FHD IPS Display, 1280*720 Resolution
S2 2 2CH 100-240Vac, 50/60Hz Bluetooth 5.0 Mesh 400W/CH 86"86%40 168
chpad Power Body Material
S3 5 3CH 100-240Vac, 50/60Hz Bluetooth 5.0 Mesh 400W/CH 86"86%40 175
4 Mic Array -10°C~50°C,Humidity <85%RH 400W/CH PC+ Fiberglass (VO Fireproofing Grade)
sS4 4 4CH 100-240Vac,50/60Hz Bluetooth 5.0 Mesh 600W/CH 86"86"40 77
sQ 6 = 100-240Vac, 50/60Hz Bluetooth 5.0 Mesh = 868654 170
Super Panel 45 SQ-B 6 = Battery Powered Bluetooth 5.0 Mesh = 86*86*25 80
S6-B b - 3Vdc(CR2032¢ X 2) Bluetooth 5.0 Mesh S 86*86*10.5 70

Grey Gold
Model Input Voltage Wireless Type Wired Network Display Dimensions(mm)
SP-GW-4S  100-240Vac  Wi-Fi24G+5G Bluetooth 5.0 Mesh Ethernet &0ncnRUl Laniination 86'86'36.5

480*480 Resolution

Creativity Series

- |
y \.
1 2 3 4 5

Mounting Frame

Grey Gold White T —
Model Picture Wireless Type Input Voltage Power Supply Power Dimensions(mm) G.W(g) - \
S1 PRO 1 Bluetooth 5.0 Mesh  100-240Vac, 50/60Hz  Live+Neutral Wire ~ 400W/CH 86*86*40 158 Grey Gold White
S2 PRO 2 Bluetooth 5.0 Mesh 100-240Vac, 50/60Hz  Live+Neutral Wire 400W/CH 86°86*40 166 Product Name Model Dimensions(mm) G.W(g)
S3 PRO S Bluetooth 5.0 Mesh 100-240Vac, 50/60Hz  Live+Neutral Wire 400W/CH 86*86*40 175 Double Panel Mounting Frame Sp2 180*93*10 70
S6PRO 4 Bluetooth 5.0 Mesh 100-240Vac, 50/60Hz  Live+Neutral Wire = 86*86*40 = Triple Panel Mounting Frame SP3 266%93*10 100
SQ PRO 5 Bluetooth 5.0 Mesh 100-240Vac, 50/60Hz  Live+Neutral Wire = 868640 = Quad Panel Mounting Frame SP4 352*93*10 136
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I I l—l I—I Stock Code: 832110 Smart Home | Intelligent LED Driver | LED Control System Smart Home | Intelligent LED Driver | LED Control System LI ECI_I Stock Code: 832110

SUPER + Smart Switches SUPER + Smart Switches

Super Panel 12S Elegant Series

1 2 3

Model Picture Input Voltage Wireless Type Certification Dimensions(mm) GW(g)
T PS-BLEO1 1 3Vde Bluetooth 5.0 SIG Mesh OBluetoothi FE C€ RoHS 86*86*13.5 100
Model Resolution Wireless Type 9 Mounted iRl
PS-BLE02 7 3Vde Bluetooth 5.0 SIG Mesh OBluetoothi FE C€ RoHS 8686135 100
sp-Gw-12s  FHD IPS Display with Bluetooth 5.0 SIG Mesh/Wi-Fi 6 Resistive Load 400W/CH Doub‘le 86 Type Junction )Boxes 24/56 Hz
I b i Ethernet/Bluetooth 5.1 C itive Load 200W/CH (Horizontal Mountil &
1920%720 Resolution ernet/Bluetoot apacitive Loa lorizon lounting] PS-BLEOA 3 e Bluetooth 5.0 SIG Mesh @Bt FC C€ RoHS 86°86*13.5 100
8 CH Dry Rela:
seral RGN Contact Ports  Connectable
AC 100~240V 6-Mic 4GB RAM o Fireproof
50/60H Circular A -15-50°C 4 Vv VA v 2CH , .
iz ircular Array 16GB ROM PC Material Dubai Series
Super Panel
Model Picture Input Voltage Working Current Display Wireless Type Color
GQS Pro 1 5-12V 500mA 1.8-inches, Resolution360*360 Bluetooth 5.0 SIG Mesh Gold/Silver
GQS MAX 2. 512V 500mA 1.8-inches, Resolution360*360 Bluetooth 5.0 SIG Mesh Crystal
Silver Gold Grey
Model Input Voltage Wireless Type Wired Network Display Microphone
SP-GW-PRO 100-240Vac Wi-Fi 24G+5G Bluetooth 5.0 SIG Mesh, BLE 51 Ethernet SRR 2 Microphone
Touchpad Speaker Proximity Sensor Box Mounted IR Device Control Dimensions(mm)
Capacitive Multi-Touch Close-Range Sensing Within 30cm s
ScreenAnti-Fingerprint Coating AAC 15 Speaker Au?omaﬁc V\?ake up 86 Type Vv 172'86°38 7 1 2
Model Picture Input Voltage Display Wireless Type Color
GQ Pro 1 100-240Vac, 50/60Hz 1.8-inches, Resolution360*360 Bluetooth 5.0 SIG Mesh Gold/Silver
GQ MAX 2 100-240Vac, 50/60Hz 1.8-inches, Resolution360*360 Bluetooth 5.0 SIG Mesh Crystal

Premium Series

B B _== @ @ |

Grey Silver Gold Pink

Model Picture Input Voltage Wireless Type Wireless Band Dimensions(mm) G.W(g) Picture Input Mode Input Voltage Working Current Wireless Type Dimensions(mm)
S8M 1 100-240Vac, 50/60Hz Bluetooth 5.0 SIG Mesh 24GHz 86*86*38 225 GQ 1 TYPEC 5V 500mA Bluetooth 5.0 SIG Mesh 8484225 Gold/Silver
S4M 2 100-240Vac, 50/60Hz Bluetooth 5.0 SIG Mesh 24GHz 868638 225 GQ X 2 TYPEC 5V 500mA Bluetooth 5.0 SIG Mesh 8484225 Gold/Silver
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I I l_l I_I Stock Code: 832110 Smart Home | Intelligent LED Driver | LED Control System Smart Home | Intelligent LED Driver | LED Control System I I l_l I-I Stock Code: 832110

Super Smart Switches Super Smart Accessories
Modena Series Home Appliance Module
E k h Model Input Voltage Wireless Type RF Frequency Infrared Frequency Dimensions(mm) G.Wl(g)
1 2 3 4
Color: HAM-BLE 5Vdc === 1A Bluetooth5.0SIGMesh 433MHz 38KHz 109*109*25 235
Sliver special velsion/ZlK:‘:g;F:::”\ vevs\:;“ . . .
Model Picture Input Voltage Wireless Type [BIEIEW Working Temp Motion Sensor
w e 3.0-inch display °C-E0°
GAMAX 1 100-240Vac, 50/60Hz  Bluetooth5.0SIGMesh/WiFi/BLES.1 Resolution 360°640 -15°C-50°C
- 2.2-inch LCD display -20°C-55°C
G4Pro 2 100-240Vac, 50/60Hz Bluetooth5.0SIGMesh Resolution 180*454. Humidity<80%RH
- 2.2-inch LCD display -20°C-55°C
G4 3 100-240Vac, 50/60Hz Bluetooth5.0SIGMesh Resolution 180°454 Humidity<80%RH
GATE 4 100-200Vac, 50/60Hz Bluetooth5.0SIGMesh 22rinch LCD display -15°C-50°C Model Input Voltage Wireless Type Detection Range  Detection Angle ~ Working Temp ~ Dimensions(mm) G.W(g)

Resolution 180*454
HS-BLE 3Vdc Bluetooth5.0SIGMesh 4.2M 120° 0°C-40°C 90%90*36 15

Bluetooth LED Pixel Controller

1 2
Col Model Input Voltage Working Temp Wireless Type Channel Dimensions(mm) G.Wl(g)
olor:
SAvar spacia) isisloni24K okl speck rikn o0 o CG-SPI 5-24v -25°C~50°C Bluetooth5.0SIGMesh 1CH 135Lx30Wx20H 52g+5g
Model Picture Nesblj\%efgggle E;g)qri‘oer’:eccyi T'E'Eg"fcséon Transmission Speed Dimensions(mm)
GNT 1 Category6 250MH z 100m 1000Mbps 86mm*86mm Reset Tool

Picture Working Voltage Working Current Certification Dimensions(mm)

GOs 2 250V 1A €ce 86mm*86mm

Model Working Voltage Load Range Working Temp Dimensions(mm)

RST-X 100-240V, 50/60Hz Resistive Load <400W/CH, Capacitive Load <800W/CH -20°C=55°C L93xW43xH27

Music Player

Model Wireless Type Output Signal Working Voltage Dimensions(mm) G.Wl(g)

CG-AUDIO Bluetooth5.0SIGMesh DMX/RDM 12-24Vdc 125*33*20 10
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I I l—l I-I Stock Code: 832110 Smart Home | Intelligent LED Driver | LED Control System Smart Home | Intelligent LED Driver | LED Control System LI ECI_I Stock Code: 832110

Super Smart Accessories Super Smart Accessories
Switch Module Bluetooth Curtain Motor
& T t 2 =~ 3

g Model Picture Rated Torque Running Speed(cm/s) Dimensions(mm) Working Voltage Power IP Rating
Model Input Voltage Wireless Type Certification Dimensions(mm) GWI(g)
CG-CUR15 U 12Nm 14 310%67x52 100-240Vac 50/60Hz 65W 1p20
RELAY-BLEO1 100-240Vac Bluetooth 5.0 SIG Mesh ©Bluetooth’ C€ RoHS 80*35*23 75
Model Picture  Rated Torque  Running Speed(cm/s)  Dimensions(mm) Working Voltage Duty Cycle Mg%emgﬂgg IP Rating
CG-CURH3 2 12Nm 12 310x40x40 100-240Vac 50/60Hz  S2 12min 310mm 1p40
Wireless Module ’
Model Picture Extendable Length GW(g) Dimensions(cm)
cco @
H CURH3-180-330 3 180-330(cm) 2.3+0.5(kg) L181xW6.2xH4.7
" M
= urecn 4 3
bl -2 . Buind
i) o siiiid
j J o 3
Model Picture Qutput Signal Working Voltage Input Signal Wireless Band Dimensions(mm)
CGD 1 DALI DALI Driver 95-225 Ve Bluetooth 5.0 SIG Mesh 24GHz 514°594°18 Microwave Motion Sensor
CG-D-PRO 1 DALI DALI Driver 12-22.5 Vdc Bluetooth 5.0 SIG Mesh 24GHz 51459418
CGT 2 ELV 100-240Vac Bluetooth 5.0 SIG Mesh 24GHz 51459418 \
2 V'3
CG-DAM-PRO 3 DMX / DALI / 0-10V 100-240Vac Bluetooth 5.0 SIG Mesh 24GHz 35'83.6"23
GAM-BLE 4 0-10V x 2CH / DMX 12-24Vdc Bluetooth 5.0 SIG Mesh 24GHz 125*33*20 Model Picture Working Voltage e Mounting height Detection range PowerStCa:’%Sﬂm‘m
MRO1-LS 1 220-240Vac, 50/60Hz <0.3mW <10m <15W
Bluetooth Dl’y Contact Microwave Frequency Hold time Detection sensitivity Daylight threshold
5.8GHz+75MHz 5S. 30S. Imin, 2min. 5min. 10min, 20min. 30min  100%. 75%. 50%. 25% 2lux. 10lux. 25lux. 50lux, Disable
\, ~ %
B
,/ Picture Power supply Transmit Power Mounting height Detection range Powe?fé}?sﬁiﬁpt\on
Model Type Input Voltage Wireless Type Certification Dimensions(mm) GW(g) MRO2-LD 2 DALI bus <0.3mwW <ém <10m <0.5W
CG-TRIG BLE to Dry Contact 12~24Vdc Bluetooth 5.0 SIG Mesh ©Bluetooth C€ RoHS 48*28*14 14 Microwave Frequency Hold time Stand-by dimming Detection sensitivity Daylight threshold
cGTB Dry Contact to BLE 5-24Vde Bluetooth 50 SIG Mesh ~ @Buetotti C€ RoHS 4828"14 1 5.8GHz£75MHz 55,505, Tmin. min. Smin  50%, 25%. 10%. 3%  100%. 75%. 50%. 25%  2ux. T0lux. 25lux. 50lux. Disable
M o 3 " . " - Stand-by
lodel Picture Working Voltage Transmit Power Mounting height Detection range Power consumption
MRO2-LSA 5 120-277Vac, 50/60Hz <0.3mW <ém <10m <05W
Model Input Voltage Wireless Type Wireless Band Buzzer Working Temp Baud Rate Microwave Frequency Hold time Daylight threshold Detection sensitivity Load Range
CG-485 100-240VAC Bluetooth 5.0 SIG MeshRS485 24GHz 1 -20°C-55°C 1200-115200bps 5.8GHz£75MHz 5 O I 2D miNs  Jlux, 10U, SOlux. Dissble  100%. 75%. 50%. 25%  Sosive Load <400NUTH,
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LTECI-I Stock Code: 832110 LTECI_I Stock Code: 832110

Smart Home | Intelligent LED Driver | LED Control System Smart Home | Intelligent LED Driver | LED Control System

Super Smart Accessories Super Smart Accessories

Microwave Motion Sensor Microwave Motion Sensor

Diameter of Working
Coverage at floor  Frequency Height

Mounting Diameter of Working Mounting
ent

Model Picture  Working Voltage Operating Mode Detection Sensitivity Model Picture  Working Voltage Operating Mode Detection Sensitivity e Fre Height

25% 50% 75% 100%

Max16m for

Bluetooth 5.0SIG Mesh, 0-10V Dimming ~ 50% , 100% (Set via DIP Switches) Bluetooth 5.0SIG Mesh, 0-10V Dimming
DAL! Di I/OFF < 25%, , 100% FF Max9m for

66

VRO B5P ! 120-270Vkc e o e s complete coverage 250 2 e L Dayliht Sering Hesirme clock 51005 (Caore b NFQ) complete coverage 24042 ZAm

MROZ-LAS 2 120-270Vac Gl B Dot e s 586 o RS24G-LAS 100-240VAC Sl o Nt ol z%?g%j%ﬁ%&&gg%m o e 2 24m

MRO4-LS 2 120-270Vac ON/OFF, Daylight Sensing e b ot 586 24m RS24G-LS 100-240VAC ONJOFF, Daylight Sensing wé%?(vi%ﬁ%ﬁ%g% 5 e G S

s 2 woow  SEHIEN O ERRNRI e s o s wun oSSR, S oo e

MRO4-LT 2 120-270Vac Dry Contact, Daylight Sensing (Zssex%'v i%ﬂémﬁé’:ﬁ Com%?n:{;égvfg:age 586 o RS24G-LT 100-240VAC Dry Contact, Daylight Sensing 5_%%:2%&%&%5%} 9 Cumgéxg? GCZrmge 24GHz A
IR Remote

Stand-by Communication

Model utput Signal onsumptiol Dist

LR1 IR signal 2 AAA batteries (2*1.5V) +205C-507C€ Max<40mA/ Normal<10mA <1uA <ém
Moqo—Leature | aigmation. [winute motionfgetocnr]  aD oA Relay |yihaden] - settingson Descriptions
MRO1-LS v v v Big motion detection, relay on/off
MR02-LD v v v v Big motion detectionDALIsignaloutput
MRO2-LSA e e v v v Big motion detection0-10Vsignaloutput+relay on/off

Microwave detection device/scene linkage

MR03-B3P v v v | v v v v v DLT0v Siona DAL Hlgnat+ retay anfoft 2
MRO04-LBS v v v < v v device/scene linkage, relay on/off
LR1 IR remote for configuring microwave motionLRIsensor parameters. Bluetooth-enabled sensorscan also be configured via the mobile APP
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LTECI-I Stock Code: 832110

DMX/RDM Series

LED Controllers

1 2 3 4 5 6 7
Model Picture Input Voltage Output Signal Input Signal Box Mounted Certification
EX1S 1 100 ~240Vac ~ RF 24G, DMX512 DIM 86 Type FC C€ RoHS &\
EX2 2 100 ~240Vac ~ RF 24G, DMX512 CT 86 Type FC C€ RoHS A\
EX4S 3 100 ~240Vac ~ RF 24G, DMX512 RGBW 86 Type FC C€ RoHS A&\
EX5 4 100 ~240Vac  RF 24G, DMX512 DIM 86 Type FC C€ RoHS &\
EX5S 5 100 ~240Vac ~ RF 24G, DMX512 RGBWY 86 Type FC C€ RoHS &
EX6 6 100 ~ 240Vac RF 24G, DMX512 (5F 86 Type FE C€ RoHS &\
EX8 7 100 ~240Vac ~ RF 24G, DMX512 RGBW 86 Type FE C€ RoHS &
EX8S 8 100 ~ 240Vac RF 24G, DMX512 RGBW 86 Type FC (€ RoHS &
EX61 ¢l 100 ~ 240Vac RF 24G, DMX512 DIM 86 Type F€ (€ RoHS

. —/ -/
1 2 3 4
Model Picture Input Signal Wireless Type Output Signal Dimensions(mm)
uB1 1 DIM Bluetooth 5.0 SIG Mesh DMX 512 120*75*30
UB2 7 cT Bluetooth 5.0 SIG Mesh DMX 512 120%75*30
UB4 3 RGBW Bluetooth 5.0 SIG Mesh DMX512 120*75*30
UBS 4 RGBWY Bluetooth 5.0 SIG Mesh DMX512 120*75*30

Model Input Voltage Output Signal Input Signal Zone Box Mounted Certification

UX8  5Vdc, 05A-1A  RF24G,DMX512  RGBW 4 USESYE ke cerons

Smart Home | Intelligent LED Driver | LED Control System

&

8 9
Dimensions(mm) G.W(g)
86*86*36 225
86*86*36 o5
86*86*36 225
868636 225
8686"36 225
868636 225
86*86*36 205
86*86*36 225
86*86*50 235
Certification

F€ C€ RoHS Bluetooth ‘©:
FE C€ RoHS Bluetooth -
FE C€ RoHS @Bluetooth

FE C€ RoHS Bluetooth -®:

Dimensions(mm)

14610618

B B ¢

G.Wl(g)

370

I—TECI_I Stock Code: 832110

Smart Home | Intelligent LED Driver | LED Control System

DMX/RDM Series

LED Controllers

Model Input Voltage Wireless Type Output Signal Box Mounted Certification Dimensions(mm) G.W(g)
MSWFS12  524Vac  WIFLRF24G  DMXsI2LBUS U EYSHe - 132+180°35 370

= o Lighting Control Input Output tput Transmi
Certification ~ Dimensions(mm)  G.W(g) raode'] Quantity Voltage Signal Loop Sheed
IT-800 <2W FE CERoHS  163'128"40 815 60 OO tavee  OMxsi2  1Pot  250Kbps

Online Transmission Mode: TCP/IP Standard Internet Protocol

e e | tput Off-line SD card Refreshing Input & Output
Model  Certification ~ Dimensions(mm)  G.W(g) Voltage Channel storage media  capability Frequenty interface
LT-600 FE C€ RoHS 203*12547 1445  12Vdc 16 = qemo Max. 268 60Hz-3000Hz RJ45
&L

Wireless DMX512 Transceiver

Model Input Voltage Signal Max Power Certification Dimensions(mm) GWI(g) FYZ:[E;%Y Siicsi"”ﬁt'y CO”S?;E;;E:UO"
LT-870S 5-24Vdc DMX512 20dBm FC (€ RoHS 175*44*30 1259 24GHz ~ -96dBm 350m

USB-DMX Controllers

Transmission DMX512

Model Input Voltage Certification Input Memory Capacity Dimensions(mm) GW(g) Signal Intertice
LTSA512 5Vdc F€ (€ RoHS Mini USB 4000 steps@512Chs 166*97*38 200 DMX512 3pin XLR
LTSA1024 5Vdc FE (€ RoHS Mini USB 6000 steps@512Chs 166*97*38 200 DMX512 3pin XLR
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LTECI_I Stock Code: 832110

Smart Home | Intelligent LED Driver | LED Control System

DMX/RDM Series

LED Controllers

Model Input Voltage Input Signal Trigger Scene Working Temp Certification Dimensions(mm) GWi(g)

DMX-TRIG 12-24Vdc DMX512/RDM 15 -50°G=552C FC C€ RoHS 135°30*20 80
Music Player

Model Input Voltage Input Signal Audio format Working Temp Certification Dimensions(mm) GWI(g)

DMX-BT-AUDIO 12-24Vdc DMX512/RDM MP3,WAV -30°C~55°C FC (€ RoHS 125*33*20 110

DMX-PWM CC Type

Picture  Input Signal Output Current MaxPower  Certificaton ~ GWI(g) sz'ir'\:\)oﬂs DSl‘;\é\gg Oveﬁggg-él";)cgétwon
IT858-CC 1 DMXSI2 350/700M050mA'4CH 1932w - 30 1754233 RIS v
iresoss0 2 DNKSR2 S0MATI6CH  2576W  FE CERoMS 950 26012541 b KR RIS :
ireso700 2 DMXSE2 3OMAT6CH  5152W  FE CERoMs 950 260712541 o XLR RMS :
iT-80%-1000 3 DMXSE2 1000mA*4CH 132W : 30 165°26°10 - .
DMX-PWM CV Type
Model Input Signal Interface Input Voltage Output Voltage Output Current Power
IT-852  DMX512, ROM  Pad Hole 5-24Vde 5x (5:24) Vdc 5CH, 2A/CH 50W@SVI20WE12V240WE24V

'—TECI_I Stock Code: 832110

Smart Home | Intelligent LED Driver | LED Control System

DMX/RDM Series

DMX-PWM CV Type

-

Dimming Range: 0-100%

Model Input Signal  Input Voltage Output Current Max.Power DMX512 Socket Certification  Dimensions  G.W(g) Over'lz)oa:g%’rg‘;gction
. 3pin XLR o
LT-840-6A DMX512/RDM  5-24Vdc 6A*4CH 576W  Rigs5 Green terminal FE C€ RoHS 156'78'40 445 v

Dimming Range: 0-100%

Model Picture Input Signal Input Voltage Output Current Max.Power DMX512 Socket ~ G.WI(g) Certification 16 bit 855{?2;
905 1 ONMEIZ poavec BA3CH 576W SRR 550 FE (€ RoHS Mhu v v
mooa 1 OMESZ ponvec 6A™4CH 576W oo Atk 550 FE (€ RoHS M v v
11905 1 DMXSIZ 1224vde 5A*5CH 600W e 550 FC C€ RoHS M v v
mo 2 M2 poavec 4A'T2CH TS s o R el 730 FE CERoHS S v v
o6 3 OMERIZ poavec 3A16CH TSW e oo R el 730 FE CERoHS S v v
o 4 DMEOIZ oy swoucH W N XRENXR g0 e ceroms A v v
oz 4 DMEKOZ oy swacH  zs0aw  SPRXRSPR KR g0 re cerons M. v Z
995 5 M2 g oavec 6A"SCH TIOW s POXR 550 FE CERoHS S v e

Dimming Range: 0-100%

Model Picture Input Signal Input Voltage Output Current Max.Power P?;te;coti)dn 16 bit  Certification

LT-820-5A 1 DT‘R/ISEZ 5-24Vdc 5A*4CH 480W Green terminal = v FE (ERoHS 175
12A*1ICH

LT-811-12A 1 DE‘SS‘TZ 12-24Vdc 0-10V*1CH 288W Green terminal v v FE CERoHS 160

LT-880 2 OS2 s 3A'24CH VBN g5 e il - FCCERoHS 885

71



72

LTECI_I Stock Code: 832110

DMX/RDM Series

DMX-PWM CV Type

Model Input Signal  Input Voltage
ir-90s0p  DNKSI2 12-24Vdc
ir-904Dp  DNKSI2 12-28Vdc
DMX512
1 2

Plnre I volage
LT-905-OLED 1 D';'éa 2 v
LT-912-0LED 2 D'\Rﬂéaz 12-24Vdc
LT-916-0LED 3 DI\R"éa 2 v
LT-924-OLED 4 D“R”SSJ 2 v
LT-932-0LED 4 DE?SW 12-24Vdc
LT-995-0LED 5 D%ﬁﬂz 12-24Vdc

CV Decoder

S
== 1
Model Picture Input Signal
WP-803H 1 DMX512,RDM
WP-804 2 DMX512,RDM

Output Current

8A*3CH

6A*4CH

Output
Current

5A*5CH

4A"12CH

3A*16CH

3A*24CH

3A*32CH

6A*5CH

600W

ns2w

ns2w

1728W

2304W

720W

Input Voltage

100-240V

12-24v

Max.Power

576W

576W

Control
Mode

DIM/CT
RGB/RGBW

DIM/CT
RGB

DIM/CT
RGB/RGBW

DIM/CT
RGB
DIM/CT

RGB/RGBW

DIM/CT
RGB/RGBW
RGBWY

Smart Home | Intelligent LED Driver | LED Control System

DMX512 Socket

3EXLR RJ45

3EXLR RJ45

DMX512
Socket

5pin XLR
RJ45

5pin XLR
RJ45
Green terminal
5pin XLR
RJ45
Green terminal
3pin XLR
5pin XLR, RJ45
Green terminal
3pin XLR
5pin XLR, RJ45
Green terminal
3pin XLR

Green terminal

put Current

3CHx1.2A Max.3.6A

4CHx5A Max.20A

Certification

3CHx(83-288)W Max.864W

4CHx(0-60..120W Max.480W

Dimming Range: 0~100%

FC€ C€ RoHS i

FC€ C€ RoHS Mlu

Dimming Range: 0-100%

Certification

FE C€ RoHS M

FE C€ RoHS My

FE C€ RoHS My

FE C€ RoHS My

FC (€ RoHS Mu

FC (€ RoHS s

Dimming Range: 0-100%

Working Temp

Short-circuit
Overload Protectior

GWI(g)

550

730

730

180

180

550

-20°C-50°C

-20°C-50°C

LTECI-I Stock Code: 832110

Smart Home | Intelligent LED Driver | LED Control System

DMX/RDM Series

DMX-SPI signal Type

The output grey scale of the signal decoder depends on driving IC of light

Model Picture Working Voltage Input Signal Qutput Signal Lighting Mode Dimensions(mm)

LT-200 1 12Vde SPITTL) DMX512 540 L163xW125xH40

Power Consumption: W

Input Input Output Control DMX512 Dimensions GWig

Signal Voltage Signal Qty Channel (mm)

DMX-SPI-202 1 FC C€ RoHS DMX512  5-24Vdc  SPITTL) 16 170px 512CH 175*44*30 140

FCCERoHs DMXS2 524vde  SPTTL 540 1024px ek mendedt  psasso 240

DMX-SPI-203 2

—_

Dimming Range: 0-100%

Model Input Signal  Input Voltage Compatible IC Decoder Channels  DMX512 Socket ~ Certification  Dimensions(mm) ~ G.W(g)
TM1803/1804/1809/1812

UCS1903/1909/1912 3pinXLR
LT-DMX-1809 ~ DMX512 5-24Vdc UCS2903/2909/2912 512 CH/unit Green terminal FE C€ RoHS 125°64*40 300

WS2811/2812/2812B

2

Model Picture Input Signal Working Voltage Output Current Power Dimensions(mm)
D3-L 1 DMX512,RDM 5-24Vdc 4Ax3CH Max12A 60W@5V 144@12V 288W@24V L125xW64xH40
D3-F 2 DMX512,RDM 5-24Vdc 6Ax3CHMax.18A 90W@5V216WR12V432W@24V L175xW42xH33
D4-F 2 DMX512,RDM 12-24Vdc 5Ax4CHMax.20A (0~60W..120W)x4 C HMax480W L175xW42xH33
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LTECI-I Stock Code: 832110

DMX/RDM Series

Signal Amplifier

1 2 3

Model Picture Input Voltage Input interface Output Interface Working Temp Dimensions(mm)
RDM-AMP-2 il 12-24Vac / 5-pin XLRx4 -20°C~55°C 112*35%67 (L*"W*H)

RDM-AMP-4 2 100-240 Vac,50/60Hz 3-pin XLRx1 3-pin XLRx 4 -20°C-55°C 485*75*44 (L*W*H)
RDM-AMP-8 2 100-240 Vac,50/60Hz 3-pin XLR*1 3-pin XLRx 8 -20°C-55°C 485*75*44 (L*"W*H)
RDM-AMP-4E 2 100-240 Vac,50/60Hz 5-pin XLRx1 5-pin XLRx4 -20°C~55°C 4857544 (L*W*H)
RDM-AMP-8E 2 100-240 Vac,50/60Hz 5-pin XLRx1 5-pin XLRx8 -20°C~55°C 485°75%44 (L*W*H)
RDM-AMP-16E 5 100-240 Vac,50/60Hz 5-pin XLRx1 5-pin XLRx16 -20°C~55°C 485'75"88 (L*W*H)
RDM-AMP-16 3 100-240 Vac,50/60Hz 3-pin XLRx1 3-pin XLRx16 -20°C~55°C 485'75*88 (L*W*H)
Model Picture Input Signal(Photoelectric solation>3KV) Qutput Signal

RDM-AMP-2 1 1CH DMX/RDM Signal Input 2CH DMX/RDM Signal Outputs (Photoelectric Isolation>3KV)
RDM-AMP-4 2 1CH DMX/RDM Signal Input 4CH DMX/RDM f;g%:nﬂ %L:Jt{;t:}(ts(lfgggzégc)tric Isolation>3KV)
RDM-AMP-8 2 1CH DMX/RDM Signal Input 8CH DMX/RDM %1‘9(:”?-: %L:}g)ttts(l(:’g:tgz\eslgtric Isolation>3KV)
RDM-AMP-4E 2 1CH DMX/RDM Signal Input 4CH DMX/RDM %j%;réahosﬁgi;tiPF;\}%:lgggric Isolation>3KV)

RDM-AMP-8E 2 1CH DMX/RDM Signal Input 8CH DMX/RDM Si%;réahogugigtst@(lw&gilsggric Isolation>3KV)

RDM-AMP-16E 3 1CH DMX/RDM Signal Input 16CH DMX/RDM S:ggﬁ %tﬁé;ijtts(l(’g%o/\eslz(;tric Isolation>3KV)

ROM-AMP-16 3 1CH DMX/RDM Signal Input 16CH DMX/RDM Signal Outputs(Photoelec)tric Isolation>3KV)

+1CH Output (BYPASS!

Model Picture Input Volt:

Output Voltage Output Current Power Dimensions(n

288W@12V 576W@24V

DaA 1 12-48v 4x(12:48V) BAXSCHOAXICHMax24A  200WGIZY BTOWERY 1754630
D48 2 12-48V 4x(12-48V) BAXSCHOAXACHMax24A  200WET2Y STEWE2Y 175°46°30

Smart Home | Intelligent LED Driver | LED Control System

Model Input Voltage

Smart Home | Intelligent LED Driver | LED Control System

DIN-121 12~24Vdc

Model Input Voltage

LT-123 12Vde

Model Picture
LM-36-24-GIM2 1
LM-75-24-GIM2 2
LM-75-12-G2M2 2
LM-100-24-G1M2 2
LM-100-24-G2M2 2
LM-150-12-GIM2F 3
LM-150-24-G1IM2F 3
LM-150-24-G2M2F 5
LM-150-24-G4K3 3
LM-240-24-GIM2 4
LM-240-24-G2M2 4
LM-60-12-UIM2 2
LM-100-24-UIM2 4

LM-100-24-U2M2 4

DMX Input Signal

Input
Signal

DMX/RDM
Push Dim

DMX/RDM
Push Dim

DMX/RDM
Push Dim/CCT

DMX/RDM
Push Dim

DMX/RDM
Push Dim/CCT

DMX/RDM
Push Dim

DMX/RDM
Push Dim

DMX/RDM
Push DIM/CCT

DMX512/RDM
DALI-2DT6/DT8 Push

DMX/RDM
DMX/RDM
DMX/RDM
DMX/RDM

DMX/RDM

Photoelectricity Insulation Voltage Certification

LTECI-I Stock Code: 832110

DMX/RDM Series

Signal Amplifier

Dimensions(mm) GWI(g)

KV FC (€ RoHS 12°67*35 135

DMX Output Signal

DMX512 Socket ~ Certification ~ Dimensions(mm) ~ G.W(g)

1CH 3CH 3pin XLR A
(Photoelectric Isolation>3KV)  (Photoelectric Isolation>3KV) ~ Green terminal £ C€ RoHS 192°80"41 620

DMX CV Driver

(UL certified driver for US market)
Dimming Range: 0-100%

Input Output Output
Voltage Voltage Current

Dimensions(mm) ~ GW(g)

Power Certification

202N e Max15A  Max3W eSO opwzso 210
20-20vec Ve Max 31254 MaTSW o 2924330 300
2020V Ve Max 6254 MasW G ERoR® 2924330 300
20-20Vac Ve Max ATTA Maxi0oW g ERon® 2924330 300
20-20Vec Ve Max ATTA MaxI0OW oG o 2924330 300
20240Vac Ve Max 125A MaxIsOW epSEMS Y 24330 430
20240ac  24Vde  Max 625A Maxisow ‘S SRRSE  mouzz0 430
& (€ RoHS %

220-240Vac  24Vdc  Max. 625A Max150W CBO@HI [ % 352*43*30 430
& CE ROHS & &
CB © HL 1€
& C€ RoHS & &
CB © @HMHI [
& CE ROHS & &
CB © H €
& (€ RoHS
CB® @

& CEROHS & ¥
CB © @HI [

& CE ROHS & & Yoy
120-277Vac ~ 24Vdc 0-25A 0-100W CB © @M [ 3524330 430

220-240Vac  24Vdc  Max.6.25A Max150W 352*43°30 430

220~240Vac  24Vdc Max10A  Max.240W 380*495*30 555
220-240Vac  24Vdc Max.10A  Max.240W 380%495*30 555
120-277Vac  12Vdc 0-5A 0-60W 3524330 430

120-277Vac ~ 24Vdc 0-25A 0-100W 352*43*30 430
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I I l—l I—I Stock Code: 832110 Smart Home | Intelligent LED Driver | LED Control System Smart Home | Intelligent LED Driver | LED Control System LI ECI_I Stock Code: 832110

DMX/RDM Series DALI

DMX CC Driver DALI CV Driver

Dimming Range: 0~100% (UL certified driver for US market)

Model Picture Input Signal Input Voltage ut Voltage Output Curr Certification Dimming Range: 0~100%

SE-10-350-700-W1M 1 DIM 100-240Vac Max20Vdc 350-700mA ow ©CBA OB RoHS o O T i A o GW(  Certification
SE-12-100-400-WIM 1 DIM 100-240Vac Max.50Vdc 100-400mA 2w ©CB & 0cE RoHS IM3612G1D2 1 i, Z0UIEC e Mac3A MacdeW 2104330 210 SEOMLE >
SE-12-350-700-WIM 1 DIM 100-240Vac Max.35Vdc 350-700mA 2w ©CB & Ot RoHS LM-36-24GID2 1 S Z0-U0EC  ogvdc  Mac15A  Max36W 2104330 210 SEOME >
SE-12-100-450-WIM 2 DIM 100-240Vac 9-42Vdc 100-450mA 2w Sreii LM7512-GID2 2 S B 20-240Vac Ve Max625A  Max7BW 2104330 285 eaame iR @
SE-12-100-450-W2M 2 cI 100-240Vac 9-42Vdlc 100-450mA 2w Stk (M75-2461D2 2 R 20-240Vac  UVec  Max3I2A  MaZSW 2100330 285 conene RO
SE-12-100-500-WIM 2 DIMNFC  100~240Vac 9-42Vdlc 100-500mA 2w Sxemacee M75-24-G2D2 2 el 20-240Vac  24Vde  Max3125A  Max7BW  292'43'30 300 CERoHSCB®© >
SE-12-100-500-W2M 2 CTNFC 100~240Vac 9-42Vdc 100-500mA 2w St LM100-24GID2 2 N 20-240Vac  Vde  MaxATTA  MaxOOW  292'43'30 300 o nene 8@
SE-20-100-700-WIM 3 DIMNFC  100-240Vac 9-42Vdc 100-700mA 20W St LM100-24G2D2 2 B! 220-240Vac  24Vdc  Max4T7A  Maxi0OW ~ 292%4330 300 (€RoMSCB® @ o
SE-20-100-700-W2M 3 CTNFC 100~240Vac 9-42Vde 100-700mA 20W Seachoce? LMA50-12-GID2F 3 DALP‘U(S'ECDéﬁ%’ 20240Vac Ve Maxi25A  Maxisow 3524330 430 GyEROnS
SE-30-200-800-WIM 4 DIMNFC  100-240Vac 9-42Vde 200-800mA 30w SEcgscee s024-GiozE 5 DASECEEBO op05i0vc  2avde  Max625A MaclSOW 3524330 430 ep G E
SE-30-200-800-W2M 4 CTNFC 100-240Vac 9-42Vdc 200-800mA 30W e LM-50-12-G2D2F 3 DALI-2DTé/DT8  220-240Vac  12Vde  MaxI25A  MaxI50W  352%43'30 430 ?B‘%“gfmf*g ]
SE-40-300-1050-WIM 4 DIMNFC 100-240Vac 9-42Vdc 300-1050mA 40W et e LM150-24-G2D2F 3 DALF2DT6/DT8  220-240Vac  24Vde  Max625A MaxI50W  352%43'30 430 %;‘@“g)";“"g .
SE-40-300-1050-W2M 4 CTNFC 100-240Vac 9-42Vde 300-1200mA 40w e aie M15024GAK3 3 py DIIAROM . 220240Vac  24Vde  Max625A MaxISOW  352°43'30 430 e
LF-80-600-2100-G1M2 5 DMNFC  220-240Vac 9-42vdc 600-2100mA 0w FEonsces LM-24024GID2 4 DeiiDN  220240Vac  24vdc  MacIOA  Max240W 38049530 555 Sp it s
LF-80-6002100-G2M2 5 CTNFC 220-240Vac 9-42Vdc 600-2100mA 8ow SSonces LM24024GD2 4  DAL2DTOIDTS  20240Vac  20dc  MaxIOA  Max240W 38049530 555 o o en it s
LM-60-12UD2 2 DAL-2 DT6 2027Nac  12Vdc  0BA  060W 3524330 430 (g ae 2O
LM100-24-UD2 4 DALI-2 DT6 077Vac  24oc  025A  000W  32UEE0 430 SCSS e e
LM100-24-U202 4 DALI-2 DT8 120277Vac  20Vde  025A  0400W 3524330 430 S CEReMS L&

CB © @ HI € ==>

Model Input Voltage put Current

SN-150-24-G1D 220-240Vac, 220-240Vdc <0.75A/230Vac 50/60Hz 24vdc Max.6.25A 150W

SN-150-24-G2D 220-240Vac, 220-240Vdc <0.75A/230Vac 50/60Hz 24Vdc Max.6.25A 150W
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DALI DALI

M ic Track Light Dri
DALI CC Driver agnetic Track Light Driver

£ 1 2 4
Model Input Signal Output Voltage Output Current Max.Power
Dimming Range: 0-100%
MT-100-400-DID1 1 DALI 48Vdc 10-42Vdlc 100-400mA T6.8W (€ RoHS FE
Picture Input Sig D ut Voltage Output Currel r Certification
MT-350-700-D1D1 1 DALI 48Vdc 10-42Velc 350-700mA 294w C€ RoHS FC
SE-I0-350-700-WIDS 1 DALI 100-240Vac Max35Vde 350-700mA ow w5 ©CBA G % RoHS
MT-100-250-D2D1 2 R 48Vde 9-45Vdc 100-250mA n5W C€ RoHs x>
SE-12-100-400-WIDS 1 DALI 100~240Vac Max50Vdc 100-400mA 12w 5@ CBA O ¥ RoHS
MT-300-450-D2D1 2 SRR 48Vdc 9-42Vdc 300-450mA 1BYW C€ RoHS wsid>
SE-12-350-700-WIDS 1 DALI 100-240Vac Max.35Vdc 350-700mA 12w 52-® CB & © ¥ RoHS o
MT-500-650-D2D1 2 ¢ 48Vde 9-39Vde 500-650mA 2535W  C€ RoHS caai>
g o~ DT6/DT8
SE-12-100-450-W2D 2 a2 100-240vac 9-42Vde 100-450mA 2w sk
DALI2
o LU-75-500-1750-U1D2 3 P b 100-240/277Vac 10-54Vde 500-1750mA 75W C€ RoHS >
SE-12-100-500-WID 2 DIMNFC  100-240Vac 9-42Vde 100-500mA 2w el
PR MT-1A-VIDT 4 DALI2 12-48Vdlc+5% 12-48Vdc Max1A T2W-48W (€ RoHS x>
SE-12-100-500-W2D 2 CTNFC 100~240Vac 9-42\dlc 100-500mA 2w Sl
e MT-1A-V2D1 5 DALI2 12-48Vdc:5% 12-48Vdc MaxA 12W-48W (€ RoHS ‘x>
SE-20-100-700-WID 3 DIMNFC  100~240Vac 9-42Vdc 100-700mA 20w T
SE-20-100-700-W2D 5 CTNFC 100~240Vac 9-42Vdc 100-700mA 20w onolloche
i @ & A H K CBO
SE-30-200-800-WID 4 DIMNFC ~ 100~240Vac 9-42Vdc 200-800mA 30w L
i @ & & M5 CB ©
SE-30-200-800-W2D 4 CTNFC 100-240Vac 9-42Vc 200-800mA 30w il CV Driver
----- @ K AHECBO - e .
SE-40-300-1050-WID 4 DIMNFC  100~240Vac 9-42Vdc 300-1050mA 40w e e i & : £
= @ € &M% CBO ®
SE-40-300-1050-W2D 4 CTNFC 100~240Vac 9-42Vc 300-1050mA 40w e ~" g
- 80-600-2100- - - - © € AHECBO i 3
LF-80-6002100G1D2 5 DIMNFC ~ 220-240Vac 9-42\dle 600-2100mA 80w Sxann Simoing Porges 400
LF-80-6002100-G2D2 5 CTNFC 220-240Vac 9-42\dlc 600-2100mA 80w SacRaseS y
A Model Picture  Input Signal I Certification Dimensions(mm) GW(g)
DALI-2 i @ & A M5 CB ©
SE-20-50-100-W5D 3 100~240Vac 9-42Vde 50-100mA 20w
DlobIg ECERHE I T DIN-411-12A 1 DALI 1224 12A*1CH+0~10V*ICH 288W  FC CE RoHS 12'67°35 120
LT-401-12A 2 DALl 1224 12A*ICH+0~10V*ICH 288W  FC C€ RoHS 1754430 135
LT-45112A 3 DALI 12-24 12A*ICH+0~10V*ICH 288W  FE C€ RoHS 1754430 150
LT-404-5A 2 A 12-24 5A4CH 480W  FC CE RoHS 1754430 135
. 0-180..720W I~ B
9] LT-401-15A 4 DALI 12-48 15AXICH MALooN)  FE C€ Ros 1754430

Model Dimming Interface Input Voltage Output Voltage Power

SE-6-100-450-G1D DALI-2 DT6 220-240Vac 9-42Vdc 100-450mA 09-6.3W N9x22x20

SE-6-350-700-G1D DALI-2 DT6 220-240Vac 9-42Vdc 300-750mA 0.7-6.3W N9x22x20



l I I—l I—I Stock Code: 832110 Smart Home | Intelligent LED Driver | LED Control System Smart Home | Intelligent LED Driver | LED Control System LI ECI-I Stock Code: 832110

DALI DALI

Bus Power Supply Main Controller

~

Model Output Signal  Power Supply Output Current Certification Dimensions(mm)

Input Signal Qutput Current Output Voltage Certification Dimensions(mm)

Single address single switch

DALI-PS-DIN 100~240Vac 200mA 15Vdc C€ RoHS 126735 125 Single address double switch
LT-424 DALI DALI BUS <8mA (static) FE C€ 482814 32 Single group single switch
Single %roup double switch
cene switch
Extender
& C
2 1 2 3 4 5

Model Input Signal Input Voltage Output Current Certification Dimensions(mm) GW(g) Model Picture Output Signal Power Supply Channel Box Mounted Certification Dimensions(mm) GWI(g)
DALI-AMP-DIN DALI/Push DIM 100-240Vac Max.220mA FE C€ RoHS 14735767 130 EDAT 1 DALI DALI BUS 1CH EU Style FC CE BoHS 86786"36 200
EDA2 2z DALI DALI BUS 2CH EU Style FE C€ RoHS 86*86*36 200
. EDA3 &) DALI DALI BUS 3CH EU Style FC (€ RoHS 868636 200
Relay Unit
EDA4 4 DALI DALI BUS 4CH EU Style FC (€ RoHS 868636 200
> ; EU Style 94"
£ E6-DAT 5] DALI DALI BUS Knob 86 Type FE C€ RoHS 86*86"36 210
A
& é
Model Input Voltage Input Signal Load Range Output Current Frequency Dimensions(mm) GW(g)
DR 100-240Vac DALI2 e e < Max36A 50/60Hz 112°35%67 109 1 ! 2 =3
Model Picture Qutput Signal Power Supply Control Mode Box Mounted Dimensions(mm) GW(g)
EU Style +a4*
EDTI1 1 DALI DALI BUS DIM 86 Type 868637 200
EU Style e
EDT2 2 DALI DALI BUS CcT 86 Type 86*86*37 200
EU Style e
EDT3 3 DALI DALI BUS RGB 86 Type 86"86"37 200
EU Style

EDT4 3 DALI DALI BUS RGBW 86 Tye 86°86'37 200



LTECI-I Stock Code: 832110

0/1-10V

CV Driver

Model
LM-36-12-G1A2
LM-36-24-G1A2
LM-75-12-G1A2
LM-75-24-G1A2
LM-75-12-G2A2
LM-75-24-G2A2
LM-100-24-G1A2
LM-100-24-G2A2
LM-150-12-G1A2F
LM-150-24-G1A2F
LM-150-24-G2A2F
LM-240-24-G1A2
LM-240-24-G2A2
LM-60-12-U1A2

LM-100-24-U1A2

Model
SN-150-24-G1A

SN-150-24-G2A

82

2
Picture S‘Tg,:;
; 0-10V(I-10V/10V PWM
/RX), Push DIM
] 0-10V(1-10V/10V PWM
/RX), Push DIM
o 0-10VO-10V/IOV PWM
/RX), Push DIM
,  010V0-10V/I0V PWM
/RX), Push DIM
5 010VO-10V/IOV PWM
/RX), Push DIM
,  0-10V(-10V/I0V PWM
/RX), Push DIM
,  010V(-10V/I0V PWM
/RX), Push DIM
,  0-10V(-10V/IOV PWM
/RX), Push DIM
0-10V(1-10V/10V PWM
< /RX), Push DIM
5 0F0vaov/Iov PwM
/RX), Push DIM
0/1-10V/10V PWM
RX/Push Dim/CCT
i 0/1-10V/10V PWM
RX/Push Dim/CCT
n 0/1-10V/10V PWM
RX/Push Dim/CCT
> 0/1-10V/10V PWM
RX/Push Dim/CCT
- 0/1-10V/10V PWM
RX/Push Dim/CCT

Input Voltage
220-240Vac, 220-240Vdc

220-240Vac, 220-240Vdc

Input
Voltage

220~240Vac
200~280Vdc

220~240Vac
200~280Vdc

220~240Vac
200~280Vdc

220~240Vac
200~280Vdc

220~240Vac
200~280Vdc

220~240Vac
200~280Vdc

220~240Vac
200~280Vdc

220~240Vac
200~280Vdc

220~240Vac
200-280Vdc

220~240Vac
200~280Vdc

220~240Vac
200~280Vdc

220~240Vac
200~280Vdc

220~240Vac
200~280Vdc

120-277Vac

120-277Vac

Input Current
<0.75A/230Vac

<0.75A/230Vac

Smart Home | Intelligent LED Driver | LED Control System

Output Output

Voltage Current

12Vdc Max. 3A

24Vdc Max. 1.5A

12Vde 6.25A

24Vdc 312A

12Vdc 6.25A

24Vdc 312A
24Vdc 417A
24\de 417A
12Vde 12.5A

24vdc 6.25A

24vdc 6.25A

24Vdc 10A
24Vde 10A
12Vdc 0-5A

24vdc 0-25A

Input Frequency
50/60Hz

50/60Hz

(UL certified driver for US market)
Dimming Range: 0-100%

Power  Certification

@CB &
36W (€ RoHS
@CB &
36W (€ RoHS
@CBAY
7sW (€ RoHS
@CBAEO
78W (€ RoHS

@CBAEO
7sW (€ RoHS

@CB &
7sW (€ RoHS
@CB & %
100w (€ RoHS

@CB &
10w (€ RoHS

@ X AHEKCBO
150w ECEROHS

@ X AHEKCBO
150w ECEROHS

@« AHEECBO
150w [ECEROHS

@ & AMELECBO
240W [ECEROHS

@ K AHEECBO
240W ECEROHS
@CB &Y%
(€ RoHS

@ | AHECBO
0-100W i ceroms

0-60W

Output Voltage
24Vde

24Vdc

Output Currel

Dimensions(mm)

210*43*30

210*43*30

292*43*30

292*43*30

292*43*30

292*43*30

292*43*30

292*43*30

352°43*30

352°43*30

3524330

380749530

380749530

292*43*30

352°43*30

Max.6.25A

Max.6.25A

GWig)
210
210
300
300
300
300
300
300
430
430
430
555
585
300

430

Power
150W

150W

Smart Home | Intelligent LED Driver | LED Control System

LTECI_I Stock Code: 832110

0/1-10V

CC Driver

W

Dimming Range: 0~100%

Picture Input Signal Input Voltage Qutput Voltage Output Current Power Certification

SE-12-100-400-WIA 1 or-1ov 100-240Vac 10-42Vdc 100-450mA 2w TR

SE-12-350-700-WIA 1 on-10v. 100~240Vac 10-42Vdc 350-700mA 12w (LR

SE-12-100-500-W1A 2 DIM NFC 100-240Vac 9-42Vdc 100-500mA 2w i mile
SE-12-100-500-W2A 2 CTNFC 100~240Vac 9-42Vdc 100-500mA W e
SE-20-100-700-WIA 3 DIM NFC 100~240Vac 9-42\cc 100-700mA oW = e
SE-20-100-700-W2A 3 CTNFC 100~240Vac 9-42\ac 100-700mA DWI e SRR
SE-30-200-800-WIA 4 DIM NFC 100~240Vac 9-42Vac 200-800mA sowWi e B B R ICRS
SE-30-200-800-W2A 4 CTNFC 100~240Vac 9-42V6c 200-800mA soW e & RacRe
SE-40-300-1050-W1A 4 DIM NFC 100-240Vac 9-42Vdc 350-1050mA ADWi SEE X GRS
SE-40-300-1050-W2A 4 CTNFC 100-240Vac 9-42Vdc 350-1050mA AW e
LF-80-600-2100-G1A2 5 DIM NFC 220~240Vac 9-42Vdc 600-2100mA BOWIR = € 2 Ko Rl
LF-80-600-2100-G2A2 5 CTNFC 220~240Vac 9-42\cc 600-2100mA B et

CEROHS ErP

Magnetic Track Light Driver

Model Input Signal Input Voltage Output Voltage Certification
MT-100-400-D1A1 0-10v/1-10v 48vdc 10-42Vdc 100-400mA 16.8W FE C€ RoHS
MT-350-700-D1A1 0-10v/-10V 48Vdc 10-42Vdc 350-700mA 294W FE€ C€ RoHS

83



l I l_l I—I Stock Code: 832110 Smart Home | Intelligent LED Driver | LED Control System Smart Home | Intelligent LED Driver | LED Control System LI ECI_I Stock Code: 832110

0/1-10V Phase cut

CV Driver
CC Driver

p F (UL certified driver for US market)
3 Dimming Range: 0-100%

Model Picture Input Signal Input Voltage Output Voltage Output Cur Power Certification Dimensions(mm) ~ GW(g)

Dimming Range: 0-100% LM-36-12-G1T2 1 Miac/ELY  220-240vac 12Vde Max. 3A W S EAMECBO  jiyyzgg 210
Model Picture Input Signal Input Voltage ~ Output Current ~ Power  Certification ~ Dimensions(mm) ~ G.W(g) e ; FTCSBE’E[LFY\ T Xits o i g)( ?KR% .,‘.N[s % CBO S 56
DINTIT-12A 1 0/-10V, 10V PWM Push Dim  12-24Vel 12A°1CH 288W  FE CERoHS  112°35%67 130 ; - -
¢ ¢ mM7s2em2 2 BV pog40vec v Max 625A  75W Sec@MECBO  ogpyzzg 35
LT-7016A 2 O/-10V, 10V PWM Push Dim  12-24Vck 6A"ICH 144W  FE CERoHS  135'30°20 65 i = -
¢ ° M7524GT2 2 BV 040vec 24w Max 31250 75w SEAEECBO  joiuzz0 30
LT-701-12A 3 O/1FI0V, 10V PWM Push Dim  12-24Vd 12A°ICH 288W  FE CERoHS  175'4430 130 ; EETE
< ° IMIB0-2-GIT2F 3 WeCBY  550-200vac 12V Maxi25A  T50W srenBCBO  35pvzi30 430
LT-704-5A 3 O/1F10V, 10V PWM Push Dim  12-24Vd 5A%4CH 480W FC CERoHS  175%44°30 150 : EETE
¢ ¢ IMIB0-24GIT2F 3 eCBY - 5p0-2a0vac  24vde Max625A  TBOW SeeSMECBO ez 430
LM-36-12-L1T2 1 acEY j0g-1s2vac 12Vde 0-3A W S aAMECEO  jowuzz0 210
LM-36-24-L1T2 1 MacElY j0g-13avac 2V 0-15A W S EAMECEO  jouzz0 210
Dimmer mse2alorz 1 eV gogq5ys 2V 0-15A W reraneiCBO gi0uzE0 210
WM602lT2 2 peCEY q0g13va 12Vde 0-5A bow SESMECBO 03335 350
(v Triac/ELV @ € &WECBO e
@ (s - LM-60-24-L1T2 2 Y 108-132vac 24Vde 0-5A oW S B 2934330 350
. . = - e |, . TEEE
IM6024212 2 peBY q0smvac taavde 0-5A oW SESMECBO  jo5u530 350
Model Picture  Control Type  Input Voltage Output Current Box Mounted  Certification Dimensions(mm) GWI(g)
E610 1 DIM 90-250Vac 110V Max50mA e ?%': FE C€ RoHS 86°86'50 220
EU Style CC Driver
E610P 1 DIM 100-240Vac 0110V MaxISmA e FE C€ RoHS 86°86'50 220
ype e
EU Style .
EGIOPRF 1 DIM 100-240Vac ~ RF 24GHz Max15mA % e RoHS 868650 20 ~ 4
g EU Style o
E6I0P-CT 2 cr 100-240Vac  0-10VX2CH, 15mAX2CH %Tpe  FCCERoHs 86°86'50 220
EU Style Picture Input Signal Output Voltage Power Certification Dimming Depth
EIS-AD 3 DIM 100-240Vac 010V B e C€ RoHS 8686736 25
— SE-6-100-GIT 1 Triac/ELV 9-42v 100mA 0942W @ C€RoHS EP 0.01%
ECT2 4 DIM/CT 100-240Vac 0-10Vx2CH STpe  FE (€ RoHs 86°86'36 25
SE-6-150-G1T 1 Triac/ELV 9-42v 150mA 13563W @ CERoHSHEP 0.01%
SE-6-200-G1T 1 Triac/ELV 9-315V 200mA 1863W @ C€RoHS HEP 0.01%
; i SE-6-250-G1T 1 Triac/ELV 925V 250mA 225625W @ C€RoHS ErP 0.01%
\ \ v SE-6-300-GIT 1 Triac/ELV 92V 300mA 2763W @ C€RoHS %EP 0.01%
& l’ S . . y;
1 £ 2 £ 3 SE-6-350-GIT 1 Triac/ELV 9-18V 350mA 31563W @ CERoMSHEP 0.01%
Model Picture  Input Voltage Input Current Frequency  Output Voltage ~ Output Current  Power  Dimensions(mm) Sleen eIl ! \EREE Sl H00ms szl (ECERonsE 00
SE-6-450-G1T 1 Triac/ELV 9-14v 450mA 405-63W CEROHS & ErP 0.01%
LU-36-12U1T 1 120277Vac  MaxO38A/I20Vac  50/60Hz 12Vde Max.3.0A 36W 1700736507280 e SR !
SE-6-500-GIT 1 Triac/ELV 2125V 500mA 16.25W @ CERoHS & ErP 0.01%
LU-3624-UTT 1 120277Vac  Max038AN20Vac  50/60Hz 24vde Max1.5A 36W  170.0°3650728.0
SE-6-550-GIT 1 Triac/ELV 2115V 550mA 11-63W @ CERoHS HEP 0.01%
LU-60-12-U1T 2 120-277Vac Max. 09A 50/60Hz 12Vde Max5.0A 60W 205044507280
SE-6-600-GIT 1 Triac/ELV 2105V 600mA 1263W @ C€RoHS %EP 0.01%
LU-60-24-UT 2 120-277Vac Max 09A 50/60Hz 24Vde Max.25A 60W 205044507280
SE-6-650-GIT 1 Triac/ELV 295V 650mA 136175W @ CERoHS %EP 0.01%
LU9624UTT 3 120-277Vac Max. 1A 50/60Hz 24vac Max4.0A 96W  2470°4450°28.0

SE-6-700-GIT 1 Triac/ELV 2-9v. 700mA 14-6.3W @ CEROHS S ErP 0.01%



LTECI_I Stock Code: 832110

Smart Home | Intelligent LED Driver | LED Control System

Smart Home | Intelligent LED Driver | LED Control System

LTECI_I Stock Code: 832110

Phase cut Intelligent loT Driver
CC Driver CV Driver
e 3 / >
Bl / : i :
1 2 3 4 1 2 3 4
Model Picture Input Signal Input Voltage Output Current Certification Dimensions(mm) GWI(g) Model Picture  Control Mode Wireless Type Output Vottage ~ Output Current Certification GW(g)
" @O EALND o -75-20- OBt @ ¥ CB
SE-6-100-450-G1T 1 Triac/ELV 220~240Vac 100-450mA é‘s o ROHS C€ 119*22*20 50 LM-75-24-G1B2 1 DIM Bluetooth 5.0 SIG Mesh 24Vdc Max.3125A ©ce ROHSC 350
SE-6-350-700-G1T 1 Triac/ELV 220~240Vac 350-700mA sk 1192220 50 LM-75-24-G282 1 cr Bluetooth 5.0 SIG Mesh 24Vde Max3125A P S 350
SE-9-350-700-G1T 2 Triac/ELV 220~240Vac 350-700mA e 1M1°35:20 775 LM-150-12-G1B2F g DM Bluetooth 5.0 SIG Mesh 12Vde Max. 125A e A 430
TS ; y v @O EAEND o -
SE-12-100-400-GIT 2 lEiEy 200 100,400ma CB % RoHS (¢ 111°36°20 i LM-150-12-G2B2F 2 T Bluetooth 5.0 SIG Mesh 2Vde Mo 125ABN Ot © & & R
; @0 & ARND —
15-350-700- Triac/ELV. - - » i ot @, Y5
SRS 2 rac L S CBERoHS C¢ S e LMI5024-GIB2F 2 DIM Bluetooth 50 SIG Mesh 24vde Max. 6.25A e 430
Triac/ELV. @0 & ALHD
SE-20-300-650-G1T 3 : 200~240Vac 300-650mA b 175°44°30 130 5
R bim CBEROHSCE LM15024-G2B2F 2 cr Bluetooth 5.0 SIG Mesh 24V [adeosaBN0 e O & = BRI
Nl 220-240V; 150-900mA ©O X LMD 175%44°30 73 -
SE-30-150-900-GIT 3 s ~240Vac -900m 2 *44°
S CEAROHI L6 LM-150-24-G4B1 2 RGBW  Bluetooth 50 SIG Mesh 2vde Pt I e e 0 8 SR E o
SE-40-300-1050-G1T 4 Triac/ELV 220-240Vac 300-1050mA Sl 17544730 160
CB ¥ RoHS (€ T e
= LM-60-24-U1B2 3 DIM Bluetooth 5.0 SIG Mesh 24Vdce Max.2.5A ce s =
Triac/ELV @O X ARMHE QA" ©C¢ Rol
TD-9-350-700-G1T 5 TeaE 200-240Vac 350-700mA S 175°44°30 140 i
= - LM-60-24-U2B2 3 cr Bluetooth 5.0 SIG Mesh 2V Max2.5A il S -
TD-10-100-450-GIT 5 Triac/ELV 200-240Vac 100-450mA S 803523 75
LM-100-24-U1B2 4 DM Bluetooth 5.0 SIG Mesh 24Vde Max413A S @, £:CB 350
TD-10-350-700-GTT 5 Triac/ELV 200-240Vac 350-700mA S 17544°30 173 SCEIRoHS
LM-100-24-U282 4 cr Bluetooth 5.0 SIG Mesh 24Vde Max413A “("E"";‘@:H B 350
Dimmer CC Driver

Picture  Control Mode Wireless Type

Output Voltage ~ Output Current  Dimensions(mm)

Certification

Picture Input Voltage Dimming Mode Working Current Box Mounted Certification

Dimensions(mm) GW(g)

6101 : 1002407 LY V5 2 swve € roms 065650 0 SE-12-100-450-W2B 1 CT  Bletooth 50 SIG Mesh  9-42Vde  100-450mA  111°35°20 Ons C€ RoMS
— 2 s Mo 1A &y %%f e roms - - SE-12-100-500WIB 1 DIMNFC  Bluetooth 50 SIG Mesh ~ 9-42Vde ~ 100-500mA 113520 Feenonasate
T S — i TE— T - SE-12-100-500-W2B 1 CTNFC  Bluetooth 50 SIG Mesh ~ 9-42Vde  100500mA  11135°20  peenenemante o0
SE-20-100-700-WB 2 DIMNFC  Bluetooth 50 SIG Mesh ~ 9-42Vdc ~ 100700mA  127°40°23 [ cemonasa e 00
SE-20100700-W28 2 CTNFC  Bluetooth 50 SIG Mesh  9-42Vdc  100700mA  127°40°23 pccnomamnte o
SE-30-200-800WB 3 DMNFC Bluetooth 50 SIG Mesh  9-42Vdc  200-800mA  142'40°Z3 peemens e DO
o T E— T . m——— SE-30-200-800-W28 3 CTNFC  Bluetooth 50 SIG Mesh ~ 9-42Vde ~ 200-800mA  142'40'23  pcenomamnte o
TD-SCR 100-240Vac 50/60Hz 7TOmA@TISVac/50mAG230Vac 55W@115Vac/38W@230Vac 181x36x28 SEA0-3001050WIB 3 DMNFC  Bletooth 50SGMesh  9-42c  3001050MA 240D Jirausamute
SE-40-300-1050-W2B 3 CTNFC  Bluetooth 50 SIG Mesh ~ 9-42Vdc ~ 300-050mA  142'40°23  Jccnomamnte o
SE-2050100-W5D 2 ooAl2. Bluetooth 50 SG Mesh  9-42ude 50-100mA 12724057500 e = S L CRe
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LTECI_I Stock Code: 832110

Intelligent loT Driver

LTECH Bluetooth 5.0 SIG Mesh

1 2

Model Picture  Control Mode EESY

Qutput Voltage

MT-100-400-D1B1 1 DIM Bluetooth 5.0 SIG Mesh 9-42Vdc
MT-350-700-D1B1 1 DIM Bluetooth 5.0 SIG Mesh 9-42Vdc
MT-100-250-D28B1 2 CcT Bluetooth 5.0 SIG Mesh 9-42Vdc
MT-300-450-D2B1 2 CcT Bluetooth 5.0 SIG Mesh 9-42Vdc
MT-500-650-D2B1 2 CcT Bluetooth 5.0 SIG Mesh 9-42Vdc

Tuya Zigbee/Bluetooth Mesh

@ zigbee (3 Bluetooth’

Output Current Dimensions(mm)

100-400mA 103*14*10
250-1000mA 103*14*10
100-450mA 115.5%14*10
300-450mA 115.5%14*10
500-650mA 115.5%14*10

Smart Home | Intelligent LED Driver | LED Control System

Certification

OBuetuoti (€ RoHS

OBustootii (€ ROHS

OBetuoti C€ RoHS

OBuetotii (€ ROHS

OBuetootti (€ RoHS

Picture  Input Voltage Output Current  Max.Power Certification Dimensions(mm) ~ G.W(g)

SE-12-100-400-W1Y 1 100240Vac  9-42Vdc 100-400mA 2w Ot cenons 167°41'32 120
SE-20-250-1000W2B3 2 100-240Vac  9-54Vdc 250-1000mA 20w o 143'58°32 120
LM-75-24-G1R2 3 220-240Vac 24Vdc Max.3125A 75W e s 29274330 300
LM-100-24-G2R2 3 220240Vac 24Vde Max. 417A 100W Cerprdl 2924330 300
TY-12-100-400-WiZ 1 100240Vac  10-42vdc 100-400mA N2 e L SR e 160
SE-20-250-1000-W2z2 1 100240Vac  9-54Vdc 250-1000mA 20W @CERoHS 16741732 160
LM75-24-G122 2 220-240Vac 24vde Max3125A 75W S 292°43'30 350
LM-150-24-G122 3 220-240Vac 24vde Max6:25A wow  SESMEBO 5wz 430
LMH150-24-G222 3 220240Vac 24vde Max 6.25A wow S EBMCBO  zmzaz 430
TY-300-D221 4 48Vde 10-42vdc <028A W-126W  CERoHS 6513513 8

TY-600-D2Z1 4 48Vdc 10-42Vdc <057A  35W-252W  CERoHS 6513513 8

Smart Home | Intelligent LED Driver | LED Control System

LTECI_I Stock Code: 832110

Non-dimmable Driver

CV Driver
% 1 b 2 X 3

Model Picture Control Mode Input Current Output Voltage Power Dimensions(mm) GWI(g) Certification

SN-30-24-GIN 1 Non-dimmable Max 0.18A v 30W 300°30°17 [20+T0c =2 n
SN-60-24-GIN 1 Non-dimmable ~ Max0.32A 2av 60W 300'30°17 20s-0g e
SN-100-24-GIN 2 Non-dimmable  Max. 0.55A 24V 100w 350°30°18 24g R
SN-150-24-GIN 2 Nondmmable  Max077A 24v 150W 3503018 ST el o
SN-240-24-GIN 3 Non-dimmable Max15A 24V 240W 398°40°22 7oriog e = SRS R

Model Input Voltage

Output Voltage Max.Power Certification Dimensior

@O CB CEEHI

LC-75-12-GIN 200-240Vac 12Vde Max 6.25A 75W & RoHS 315*31°21 260
- 75-24 - @ LSO CBCECHI reaey
LC-75-24-GIN 200-240Vac 24Vdc Max 3125A 75W &% RoHS 315*31°21 260

89

4
o
3
2
3
3
o
1=
®
O
=
3
=




90

LTECI-I Stock Code: 832110

Non-dimmable Driver

CC Driver

Model

SN-15-150-GIN
SN-15-180-GIN
SN-15-200-GIN
SN-15-220-GIN
SN-15-250-GIN
SN-15-300-GIN

SN-15-350-GIN

Magnetic Track Light Driver

Model

MT-100-800-DIN1

9-42Vdc

9-42Vdc

9-42Vdc

9-42Vdc

Input Voltage

48Vdc

200mA

220mA

250mA

300mA

350mA

Input Current

0.74A

<0.045A
<0.05A

<0.055A
<0.06A
<0.07A
<0.08A

<0.09A

Working Voltage

12-48Vdc

Smart Home | Intelligent LED Driver | LED Control System

1.35W-6.3W
162W-756W
1.8W-84W
198W-9.24W
225W-10.5W
27W-12.6W

315W-14.7W

Working Current

100-800mA

55

55

55

55

55

55

55

8873822

883822

88%38"22

883822

883822

88%3822

88%38"22

Certification

FE C€ RoHS

Certification

CB RoHS C€ SELV ErP
@ & EHE &
CB RoHS C€ SELV ErP
@ & M &
CB RoHS CE€ SELV ErP
@ & e &
CB RoHS C€ SELV ErP
@ &K
CB RoHS C€ SELV ErP
@ & e HE &
CB RoHS C€ SELV ErP
@ % KHE &
CB RoHS C€ SELV ErP
@ @& Yl &

125*14*10 15

LTECI-I Stock Code: 832110

Smart Home | Intelligent LED Driver | LED Control System

Non-dimmable Driver(Soft Start)

CV Driver

Model Control Mode Input Current ~ Output Voltage ~ Power ~ Dimensions(rr h Certification

CB RoHS C€ SELV ErPEL

SN-30-24-GINF 1 Nondimmable  Max018A 24v 30w B0Dr0TN 010G e o cE e

SN-60-24-GINF 1 Nondimmable  Max032A 2V 60W. 00B0T 20500 ¢ e wE s EL
SNI0024-GINF 2 Non-dimmable  Max. 0.55A 2V 100w 3503018 U §]L
SN-5024-GINF 2 Non-dimmable  Max077A 24y 150W 3503018 Bl fn"
SN-240-24-GINF 3 Nondimmable  Max15A 2V AOW  398°40722  470+log D FoHS CESELVEPEL

@ & EHEDOE

CC Driver

Picture ut Voltage ~ Working ent  Input Current Power Dimensions(mm) ~ G.Wi(g) Certification

CB RoHS C€ SELV ErPEL
@ UMK

CB RoHS C€ SELV ErPEL
@ M E S

SN-15-100-450-GINF 1 9-42Vdc 100-450mA =<0.09A 09W-15W 88%38"22 55

SN-45-300-1050-GINF 2 9-42Vdc 300-1050mA <0.09A 27W-45W 15*41*26 100
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LTECI-I Stock Code: 832110

L-Bus Lighting Control System

Wi-Fi Controller

Model Communication Standard Input Voltage Max.Output Current Max.Power OutputControl
WiFi-106 24GHz Wi-Fi, 80211b/g/n 12~24Vdc (0~48W..96W)x4C H 384W DIM, CT, RGB, RGBW
Control Distance Color Changing Mode Scene Mode Certification Dimensions(mm) GWI(g)
Max100m 12 fixed, 12 DIY 4 Interfaces, 8 scenes FE (€ RoHS 128*73%45 470

Model Communication Standard Input Voltage Output Control Scene Mode

WIFi-108 24GHz Wi-Fi,80211b/g/n,24GHz RF 5Vdc DIM, CT, RGB, RGBW, RGBWY 16 scenes
Color Changing Mode Expand Interface Certification Dimensions(mm) GWI(g)
16 editable normal modes one
4 advanced programming mode Dry contact, RS485,L.-BUS protocol FE (€ RoHS 90*90*55 380
Bluetooth+DMX512

4 ) -

1 2 5 4 5
Model Picture Input Voltage Output Signal Wireless Type Zone Certification Dimensions(mm)
EB1 1 100-240Vac DMX512 Bluetooth 5.0 SIG Mesh 4 O sele L86*"W86*H36
EB2 2 100-240Vac DMX512 Bluetooth 5.0 SIG Mesh 4 [ L86*W86*H36
EB5 5 100-240 Vac DMX512 Bluetooth 5.0 SIG Mesh 4 (et L86*"W86*H36
EB6 4 100-240 Vac DMX512 Bluetooth 5.0 SIG Mesh 1 Ll stihiled L86*"W86*H36
EB8 5 100-240 Vac / Bluetooth 5.0 SIG Mesh 1 it L86*"W86*H36

Smart Home | Intelligent LED Driver | LED Control System

fo,

-

Model

EXIS

EX2

EX4S

EX5

EX5S

EX6

EX8

EX8S

EX61

Picture

Input Voltage

100 ~ 240Vac

100 ~ 240Vac

100 ~ 240Vac

100 ~ 240Vac

100 ~ 240Vac

100 ~ 240Vac

100 ~ 240Vac

100 ~ 240Vac

100 ~ 240Vac

1

2

3

w
~

Output Signal
RF 24G, DMX512
RF 24G, DMX512
RF 24G, DMX512
RF 24G, DMX512
RF 24G, DMX512
RF 24G, DMX512
RF 24G, DMX512
RF 24G, DMX512

RF 24G, DMX512

g Current Max.Power

12~24Vdc 4Ax2CH 192w
12~24Vdc Max. 4A 0-48..96W
12~24Vdc 6AXICH 144W

Smart Home | Intelligent LED Driver | LED Control System

LTECI_I Stock Code: 832110

L-Bus Lighting Control System

Bluetooth+DMX512

Output Control

DM

RGBW
DM
RGBWY
CcT
RGBW
RGBW

DM

Output Signal
RF 2.4GHz
RF 2.4GHz

RF 2.4GHz

6 7 8 9
Box Mounted Certification Dimensions(mm) GW(g)
%(J, %%f FC C€ RoHS & 868636 225
%}l %%E FE C€ RoHS &\ 86'86"36 225
%f, %ypf FC (€ RoHS & 86"86"36 225
%(J, %%f FC C€ RoHS & 868636 225
%% %ypf FC (€ RoHS & 86'86'36 225
%é, %f‘{,l: FE C€ RoHS &\ 86'86"36 225
%Lé %"pf FC C€ RoHS & 868636 225
Benle e CeRoHs & 86'86°36 25
& %%f FE (€ RoHS 86'86'50 235

Output Control Box Mounted  Certification

EU Style

DIM onne  FC C€RoHs
EU Style

(G T FC CERoHs

DIM %%%%f FE C€ RoHS

RF+PWM Mode

Dimensions(mm)  G.W(g)
86*86*36 285
86"86*36 235

86'86"36 235
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L-Bus Lighting Control System L-Bus Lighting Control System

RF + Triac Bl Holder Wireless LED Remote
% < (@) (e
1 2 3 4 5 6 7 8 9
Model Input Voltage Working Current Output Signal Control Mode ~ Box Mounted  Certification Dimensions(mm) GWI(g) e X
Model  Picture  Working Voltage Working Frequency ~ ControlMode ~ Zone  Certification ~ Dimensions(mm)  GW(g)
EISTD  100-240Vac 1A RF 24G,Triac DIM e C€ RoHS 868636 225
e Fl 1 3vdc CR2032 24GHz DIM 1 FC C€RoHS 145%40°12 85
F2 2 3Vdc CR2032 24GHz CT 1 FE C€ RoHS 145*40*12 85
RF+0-10V/10V PWM F4 g 3Vde CR2032 24GHz RGBW 1 FC (€ RoHS 145*40"12 85
F5 - 3Vdc CR2032 24GHz DIM 4 FE C€ RoHS 145*40*12 85
- F6 5 3Vdc CR2032 24GHz CcT 4 FE C€ RoHS 145*40*12 85
1 2 — 3 F8 5 3vde CR2032 24GHz RGBW 4 FC CERoHS 145%40°12 85
Q1 6 3Vde AAA Battery 24GHz (o3f 4 FE€ (€ RoHS 162*42*15 85
Model Picture Input Voltage Qutput Signal Control Mode Box Mounted Certification Dimensions(mm) GWI(g)
— Q2 7 3Vdc AAA Battery 24GHz CcT 4 FE€ (€ RoHS 162*42*15 85
E1SAD 1 100-240Vac  RF 2.4GHz, 0-10V DIM BT C€ RoHS 868636 225
Q4 8 3Vdc AAA Battery 24GHz RGBW 4 FE (€ RoHS 162+42*15 85
E610P-RF 2 100-240Vac RF 2.4GHz, 0-10V DM %% ?%': € RoHS 86°86°36 225
Q5 9 3Vdc AAA Battery 24GHz RGBWY 4 FE (€ RoHS 162*42*15 85
ECT2 3 100-240Vac  RF 2.4GHz, 0-10Vx2 DIM e %"\;‘g C€ RoHS 868636 25
RF Relay
Model Input Voltage Wireless Distance Wireless Signal Certification Dimensions(mm) G.W(g) 1 2 3 4 5
EBOX-AP 5-24Vdc 30m RF 2.4GHz FE (€ RoHS 55265871 70 Model Picture Working Voltage Wireless Type Dimensions(mm)
Bl 1 3 Vdc Bluetooth 5.0 SIG Mesh 4 -20°C~55°C L166*"W47*H22
? B2 2 3 Vdc Bluetooth 5.0 SIG Mesh 4 -20°C~55°C L166*"W47*H22
Wireless Module
B5 5 3 Vdc Bluetooth 5.0 SIG Mesh 4 -20°C~55°C L166*"WA47*H22
B8 4 3 Vdc Bluetooth 5.0 SIG Mesh 1 -20°C~55°C L145*WA40*H12

Model Picture Input Voltage Wireless Type Working Current Qutput port Control Distance Dimensions(mm)

Input Voltage Output Signal Wireless Type Certification Dimensions(mm) B5-3A 5 12-24Vdc Bluetooth 5.0 SIG Mesh 5CH, 3A/CH DIM,CT,RGBCW 60m 90.8*36.5*20
EBOX-DMX-PRO 5-24Vdc DMX512 RF 2.4GHz FE (€ RoHS 558565221 70
EBOX-AD 5-24Vdc 0-10v RF 2.4GHz FE (€ RoHS 5556577 70
EBOX-TD 100~240Vac Triac RF 2.4GHz FE (€ RoHS 55165291 70
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L-Bus Lighting Control System WIFi/RF Control System(DX)

Wireless Receiver Wi-Fi Controller

2
Model Picture Pt Votage Output Current Hase Power Certification Do GWI(g) Model Communication Standard Certification Input Voltage Max.Output Current Power
WiFi-104 24GHz Wi-Fi, 80211b/g/n 12~24Vd 4A*4CH Max480W
FA3A 1 5-24vde 3A%4CH 288W FC C€ RoHS 1253320 60 " ¢ Fe cerons ¢ o
Fa-5A 2 5-24Vde 5A"4CH 480W IC CciRoHS 175%44:30 150 Qutput Control Control Distance Color Changing Mode Scene Mode Dimensions(mm)
DIM, CT, RGB, RGBW Max100m 12 fixed, 12DIY 5 Interfaces,8 scenes 1287345 390
RF+DMX 512

O

Model Input Voltage Output Current Max.Power Certification Dimensions(mm) 2
F4-CC 12~48Vdc CC 350/700/1050mA*4CH 1932w FC (€ RoHS 175*44*30 165
Model Input Voltage Qutput Signal Output Control Zone Box Mounted Certification Dimensions(mm) GWig)
) UX8  5Vdc,05AIA  RF 24G, DMX5I2 RGBW 4 Bele e CeRons 1467106718 370

Wireless Receiver
Model Input Voltage Output Current Max.Power Certification Dimensions(mm) G.WiIg)

F5-DMX-4A 5~24Vdc 4A*5CH 480W FC C€ RoHS 175*44*30 130

Input Voltage Max.Output Current Max.Power Certification Dimensions(mm)
R4-5A 5-24Vdc 5A*ACH 480W FC (€ RoHS 175*44*30 150
R4-CC 12-48Vdc 350/700/1050mA*4CH 1932w FE C€ RoHS 175*44*30 150
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Wi-Fi/RF Product Wi-Fi/RF Product

Wi-Fi Controller Wi-Fi Controller

Wi-Fi RDM Address Editor

— (Recgcla:;%MX) (Rec(e:icﬁgg%Mx) oS S o e wiol Model Picture Input Signal Input Voltage Output Voltage Output Current Working Temp Dimensions(mm)
WIF-RDMOT 512CH 512CH 5-24Vdc DE’\I;(ETZ zﬂg g‘}%—zg%zggﬁm re ce 125+3520 110 P1 1 RF 24GHz+Reset Switch 12-48Vdc 12-48Vdc NAMAX I55C- 501 90.836.5*20
P2 1 RF 24GHz+Reset Switch 12-48Vdc 2x (12-48) Vdc 12AMAX -252C-50C 90.8*36.5*20
B35 1 RF 24GHz+Reset Switch 12-48Vdc 3x (12-48) Vdc 15AMAX -255E-50°C 90.8"36.5*20
P4 1 RF 24GHz 12-48Vdc 4x (12-48) Vdc 15AMAX -25°C-B0%C 90.8*36.5*20

MINL Series Touch Remotes

1 2 3 4
O
1 2 sy > 4

ES) 1 RF 24GHz 12-48Vdc 5% (12-24) Vdc 15AMAX -252C-50°C 90.8*36.5*20

P ' Holder

Model Picture ~ Control Mode ~ Working Voltage Operating Frequency ~ Working Temp ~ Zone  Dimensions(mm)
MIAMIB 1 DIM 3Vdc Button battery CR2032 24GHz -30°C-+55°C 1 104*60*9
MICMIB 2 DIM 3vdc Button battery CR2032 24GHz -30°C~+55°C 4 104"60%9
M2AM2B 3 @l 3vdc Button battery CR2032 24GHz -30°C~+55°C 1 104*60*9
M2C,M2D 4 CT: 3Vde Button battery CR2032 24GHz -30°C~+55°C 4 104760%9
M4AM4B 5 RGBW 3Vde Button battery CR2032 24GHz -30°C-455°C 1] 104*60*9
M4CM4D 6 RGBW 3Vde Button battery CR2032 24GHz -30°C~+55°C 4 104*60*9
M5AM5B i RGBCW 3Vdc Button battery CR2032 24GHz -30°C~+55°C 1 104*60*9
M5CMSD 8 RGBCW 3Vde Button battery CR2032 24GHz -30°C~+55°C 4 104*60*9

M9 9 RGBCW 3Vdc Button battery CR2032 24GHz -30°C-+55°C 1 104*60*9
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Wi-Fi/RF Product

Wireless Sync Controller

/4 Holder

Model  Picture  Charging Voltage ~ Battery  Battery Capacity — Frequency ~Mode  Zone  Certification ~ Dimensions(mm) GW(g)
T 1 5Vdc Lithium 1000mAh 24GHz DIM 8 FC (€ RoHS 14555722 235
T3 2 5Vde Lithium 1000mAh 24GHz RGB 1 FC C€ RoHS 1455522 225
M 3 5Vdc Lithium 1000mAh 24GHz RGB 10 FE C€ RoHS 145*55*22 200
T4 4 5Vdc Lithium 1000mAh 24GHz RGBW 8 FE C€ RoHS 145*55*22 210

Wireless Sync Controller

Model Picture Compatible Remote Input Voltage Output Current Max.Power Certification Dimensions(mm) GW(g)
T3-CV 1 TI/T3/T3M 5-24Vdc 6A*3CH 432W FC (€ RoHS 175*44*30 140
T3-5A 2 T3/T3M 12-24Vdc 5A*3CH 360W FC (€ RoHS 211*40*30 165
T4-CV 1 T4 5-24Vdc 5A*4CH 480W FC (€ RoHS 175*44*30 150

Smart Home | Intelligent LED Driver | LED Control System

M1 + M3-3A

M2 + M3-3A

M3 + M3-3A

M4 + M4-3A

M5 + M3-3A

M6 + M3-3A

M7 + M3-3A

M8 + M4-3A

Model

SPI-16S+M16S

Picture

1

2

6

7

8

Picture

9

Remote

M1

M2

M3

M4

M5

Mé

M7

M8

Remote

Mi16S

Mini

Receiver
M3-3A
M3-3A
M3-3A
M4-3A
M3-3A
M3-3A
M3-3A

M4-3A

Mode

DIM

RGB

RGBW

RGB

RGB

RGBW

Receiver

SPI-16S

Smart Home | Intelligent LED Driver | LED Control System

Input Voltage

12-24Vdc

12-24Vdc

12-24Vdc

12-24Vdc

12-24Vdc

12-24Vdc

12-24Vdc

12-24Vdc

Mode

RGB

Output Current

3A*3CH

3A*3CH

3A*3CH

3A*ACH

3A*3CH

3A*3CH

3A*3CH

3A*ACH

Input Voltage

5~24Vdc

Mini

Max Power

216W

216W

216W

288W

216W

216W

216W

288W

Certification

FE€ (€ RoHS

LTECI_I Stock Code: 832110

Wi-Fi/RF Product

MINI Series Kit

Mini Mirti

Working Frequency: 433.92MHz

Certification ~ Dimensions(mm) ~ G.W(g)
FC C€ RoHS 2007130*22 140
FC (€ RoHS 2007130*22 140
FC C€ RoHS 200713022 140
FC (€ RoHS 2007130%22 140
FC (€ RoHS 2007130%22 140
F€ (€ RoHS 200*130%22 140
FE C€ RoHS 200*130*22 140
FC C€ RoHS 200*130%22 140

Dimensions(mm) GWI(g)

13530720 135
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Wi-Fi/RF Product SPI Controller

(%)
5
(R
MINI Series Kit Main Controller g
$ =4
=)
O
()
=

Model Input Voltage Output Signal Pixel Changing Mode Certification Dimensions(mm) GWI(g)

SPI-16S + M16S 5~24Vdc SPI 1020 16 FE C€ RoHS 135*30*20 145

Picture Mode  Input Voltage ut Current  MaxPower  Certification ~ Dimel

M1 + M4-5A 1 M1 M4-5A DIM 12-24Vdc 5AX4CH 480W FE C€ RoHS 228"155*32 230
M2 + M4-5A 7 M2 M4-5A CT 12-24Vdc 5A%4CH 480W FE C€ RoHS 228*155*32 230 \
M3 +M4-5A 3 M3 M4-5A  RGB 12-24Vdc 5AX4CH 480W FC C€ RoHS 22815532 230 )
Model Input Voltage Power Output Signal 3rd Part Port Changing Mode Control Qty Terminal Certification Dimensions(mm)  G.W(g)
M4 + M4-5A 4 M4 M4-5A  RGBW 12-24Vdc SAx4CH 480W FC (€ RoHS 22815532 230 .
L7200 12Vde <2W SPI DMX512 540 1024 é’fe";nx%sﬁﬁa FE C€ RoHS  163°128"40 820
M6 + M4-5A 5 M6 M4-5A RGB 12-24Vdc 5AX4CH 480W FE C€ RoHS 228*155*32 230
M7 + M4-5A 6 M7 M4-5A  RGB 12-24Vdc 5AX4CH 480W FC (€ RoHS 228*155*32 230
M8 + M4-5A 7 M8 M4-5A  RGBW 12-24Vdc 5AxX4CH 480W FC C€ RoHS 22815532 230

Online Transmission Mode: TCP/IP Standard Internet Protocol

Input Output Off-line SD card Refreshing Input & Output

Model Certification Dimensions(m

: Volt: S a capabili Fi
Classic Controller loltage Channel torage mediea capability requenty Interface

LT-600  12Vdc 16 SD Card Max. 2GB  60Hz~3000Hz RJ45 FC (€ RoHS 203*125*47 1450

Model Picture

Power Consumption:IW

IT3RE 1 12-24Vdc 6A3CH 130w Yes DIM - FC CERoHS  211%40°30 240
) : Input Input Output  Changing Control Dimensions
1T-3600 2 12-24Vdc 6A"3CH 130w NO  RGB ) FE CERoHS  211"40'30 175 s S G Certification  Signal  Voltage  Signal ~Mode Qty (mm) GV
LT-3600RF 3 12-24Vdc 6A"3CH 43W Yes RGB 32 FC CERoHS 21140730 20 DMX-SPH202 1 Jen FC (€ RoHS DMX512 524vdc SPITTL 16 RGBIZO Pbels — 1ce30 140
512CH RGBW:1028 Pixels
D208 il FC (€ RoHS DMXS12 524vdc SPITTL 540 1024 Poels  175°4430 240

SPI Signal Ampilifier

Model Input Signal Qutput Signal Input Voltage Waterproof Rating Certification Dimensions(mm) GWI(g)

LT-122 SPI 2CH SPI 5~36Vdc Ip66 FC C€ RoHS 923730 10

102 103



I I I—I I—I Stock Code: 832110 Smart Home | Intelligent LED Driver | LED Control System Smart Home | Intelligent LED Driver | LED Control System LI Ecl-l Stock Code: 832110

Dimming Signal Converter CV Power Repeater

PWM CV Type

o
=)
3
=

Q
)

Q
S
o
0
o
2
()
&
®
=

Model Input Signal Input Voltage Output Signal Dimming Range Certification Dimensions(mm) GW(g)

LT-84A DA%uthMéiﬁDM 100-240Vac/277Vac 0-10V x 4CH 0~100% (€ RoHS i 175*44*30 10 Picture Input Signal Input Vi Output Current r Certification Dimensions(mm)
LT-3010-8A 1 PWM 12~24Vdc 8A*ICH 192w FC C€ RoHS 135*30*20 65
LT-3010-12A 2 PWM 12~24Vdc 12A"ICH 288W FC (€ RoHS 175*44*33 125
LT-3060-8A 3 PWM 5-24Vdc 8A*3CH 576W F€ (€ RoHS 1488723 380
LT-3070-8A 3 PWM 12~48Vdc 8A*3CH 152w F€ (€ RoHS 148*87*23 380
LT-3040-5A 2 PWM 5~24Vdc 5A*4CH 480W FC C€ RoHS 175*44*33 145

Model Input Signal Dimming Mode  Input Voltage ~ Working Current ~ Dimming Range  Certification ~ Dimensions(mm) GWIg)

DAL, DMX/RDM LT-3030-6A 2 PWM 5~24Vdc 6A*3CH 432W F€ (€ RoHS 175*44*33 135

LT-834 Push Dim Triac 100~240Vac Max. 5A 0~100% C€ RoHS 175*44*30 140
LT-3063-3A 4 PWM 5~24Vdc 3A*3CH 216W FE (€ RoHS 163*35*28 235
LT-3060S 5 PWM 5-24Vdc 5A*3CH 360W FC (€ RoHS 121*39*39 210

Phase Cut Power Amplifier

Model Input Signal Input Voltage Output Current Max.Power Certification Dimensions(mm) GW(g

TT-550-WIT Traic/Elv 100-240Vac Max2.5A 0~550W FE C€ RoHS 175*44*30 190

Bluetooth Converter

Model Input Signal Output Voltage Max.Power Dimensions(mm) Certification

B5-DMX-4AS Bluetooth 5.0 SIG Mesh,DMX/RDM 5-24Vdc 4Ax5CH / 5Ax4CH 175*44*30 ©Buetssti C€ RoHS FE
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